Table 24. Schottky Rectifiers (continued)

**l0, AVERAGE RECTIFIED FORWARD CURRENT (Amperes)
25 30 35 40
56-03 11-03 221A-04 Case 340E-01 340-02 56-03 257-01
(DO-203AA) (TO-204AA) (TO-220AB) Plastic (TO-218AC) (DO-203AA) (DO-203AB)
(DO-4) Metal Plastic Plastic Metal Metali
Metal
(o)
(40 Mil Pins)
1N5829 MBR3020CT MBR3520 1N5832
1N5830 1N6095 1N5833
MBR3035CT MBR2535CT MBR3035PT MBR3535
1N5831 1N6096 1N5834
SD241 SD41
MBR3045CT MBR2545CT MBR3045 MBR3045PT MBR3545 H,H1**
800 400 400 300 300 400 600 800
85 70 105 125 130 105 90 75
125 125 150 150 150 150 150 125
*0.48 086 @785A | 0.72@ 30 A 073 @30 A 0.62 0.72 @ 30 A 0.55 *0.59
Tc = 25°C Tc = 70°C Tc = 125°C Tgc = 125°C Tc = 100°C Tc = 125°C Tc = 25°C Tc = 25°C

“ Values are for the 40 volt units. The lower voltage parts provide lower limits.
** g is total device output.
*** H & H1 versions are hi-rel processed parts (non JAN, JTX).
[J TX versions available.
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Table 27. Rectifier Applications (continued)

Output Rectifiers
Schottky Fast Recovery (200 ns) Ultrafast Recovery (35 ns)
For 2 V and 5 V Outputs For = 5 V Qutputs For = 5 V Outputs
Output Suggested Devices* Output Suggested Devices* Output Suggested Devices*
Current Type o | VR* | Current Type lo | VR* Current Type o vp*
1N5818 1A | 30V 1N4934 1TA |100V
TN5821 3A | 30V MUR110 1A |100V
1-2 A | MBR330P 5A | 30V <1/2 A <12 A MURSBB0 8A |600V
1N5824 75A | 30V
MBR735 3BV
1N5827 15A | 30V 1N4934 1A |100V MUR110 TA |100V
MBR1530 15A | 30V MR851 1A {100V MUR810 25A [100V
1N5830 25A | 30V 1/2— MR831 3A 100V (a Tp
5-10 A | 1N6095 25A | 30V 112 A MR801 3A |100V 1/2-1-1/2 A MURSB60 8A 1600V
MBR735 75A | 35V
MBR1035 10A | 35V
MBR1635 16A | 3V
1N5830 25A | 30V MR851 3A [100V MURS810, R 25A [100V
MBR2535 25A | 35V MR821 5A [100V (@ Tp
Sba1 30A | 3BV 1-1/2~ MR831 3A 100V MURS810, R 8A 100V
10-18 A | \iBR3s535 35A |35V | 2-12A | MR8O1 3A [100v| TV2AZVZA @ Tg
MBR1635 15A | 3BV MURS860 8A |600V
MBR1035 10A | 3BV
1N5827 15A 1 30V
MBR1530 15A | 30V 100V MURS810, R 8A |100V
1N5830 25A | 30V MR851 3A 100V @ Te
1N6095 25A | 30V MR801 3A MUR1610CT, R 16 A 100V
8-16 A | MBR3035CT 30A |35y | ZE12A 22172 A @ Te
MBR1535CT 15A 13V
MBR2035CT 20A | 3BV
MBR2535CT 30A | 3BV
IN5827 15A | 30V
MBR1530 15A | 30V MURS810, R 8A |100V
1N5830 25A | 30V MR851 3A |[100V (@ Te
10-20 A | TN6095 25A | 30V [ 2-2-1/2 A | MR801 3A |100V 2-2-1/2 A MUR1610CT, R 16 A [100V
MBR3035CT 30A | 3BV @ Te
MBR1535CT 15A | 35V
MBR2535CT 30A | 3BV
| TN5830 25A | 30V
SD41 30A | 35V MR851 3A 100V MURS810, R 8A |100V
. TN6095 25A | 30V MR821 5A 100V
30-50 A | MBR3535 35A | 3BV 2-8A 1N3880, A 6A [100V 2-8 A MUR1610CT, R 16 A |100V
MBR3035CT 30A | 35V MUR1510, R 15A {100V
MBR6035CT 60A | 35V
MBR12035CT 100A| 35V
SD51 60A | 3BV
MBR6035 60A | 3BV 1N3900 20A 100V MUR10010CT 100 A | 100V
MBR753%5 75A | 35V 1N3910 30A 100V
200 A 1N6097 50A | 30V 40 A 40 A
(In Parallel)
MBR20035CT 200A| 3BV
MBR30035CT 300A| 35V
SD51 60A | 35V MR871 50 A [100V
MBR6035 60A | 35V MUR20010CT 200 A {100V
MBR7535 75A | 3BV
550 A TN6097 50A | 30V 100 A 100 A
{In Parallet)
MBR20035CT 200A| 35V
MBR30035CT 300A| 35V

*These suggested devices are the most common used; see the full Selector Guide for other voltages.
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