F-210

ZSS-110-03-L-D-0715

(2,54mm) .100"

TSS, HTSS, ZSS

Mates with: TYPE (8 NO. PINS |l LEAD PLATING ROW BODY
SSW. S5Q ESW, ESQ, STRIP PER ROW STYLE il OPTION [l OPTION Jall HEIGHT
LTz e | S—— I

Mates with:

IDSD
TSS Specify “LEAD STYLE”
SPECIFICATIONS =Top Shrouded from chart

-D

= Double Row Through-hole

Connector Strip
For complete specifications LEAD STr?R%rgIIT ZTI%SA%T:.IT (Lead style —01,-02 & —03 only or
. tec.com?TSS ID] BODY HEIGHT must be specified)
svev?wwg\l"vntseacmcom'WST ' TST STYLE TAIL I(-E)N GTH  TAIL I(-I-I‘i)'\‘GTH
www:samtec:com':?HTS’S, =Top Shrouded T
www.samtec.comZHTST, Cable Strip -01 | (292).115 (3:30) .130 A (2,50 _DV
www.samtec.com?ZSS or —02 | @419).165 @57 .80 | 4 U 185 = Double Row Surface Mount
www.samtec.com?ZST HT S S 203 | (14.35 565 1273 580 JE [y (Lead style —01 only)
Insulator Material: . (14.95) . (14.73) -D (HTSS, HTST only)
Black Glass A T= H'Sg: Te?;pd (2,54) o
Filled Polyester FILENO. E111594 op Shroude _ 988~ B~ N
(TSS, TST, ZSS, ZST) Connector Strip 47 = D RA
Natural PCT (HTSS, HTST) (Gégg) I (5,08) = Double Row Right Angle
Insulation Resistance: HTST & Y7 7 2020 (Lead style —04 & —05 only)
5000 MQ min 3 (ZSS, ZST N/A)
Terminal Material: = High Temp J—;
Phosphor Bronze Top Shrouded xy
Plating: Cable Strip L ooRA
Au or Sn over 2SS/ZST -
50p" (1,27um) Ni TSS/TST/
Current Rating: ZSS LEAD oL\llalilF(*;I'\r%-IL HTSS/HTST -— “XXXX”
3A = Elevated STYLE ©) SL#LDE ?ﬁf{éﬁg}ﬁ = Body Height
Operating Temp Range: i 7SS, ZST & -D onl
-55°C to +125°C with Gold (S EEET i ) Z01 | (16,00) 630 (B) (2SS, ZST & -D only)
-55°C to +105°C with Tin —04 | (3,30).130
Flamability Rating: ZST =02 | (18,54) 730 05 | (5:84) 230 [} LEAD | MAX. BODY
UL 94V-O = Elevated —03 | (21,08) .830 - o) - (6,35) - STYLE | HEIGHT
Withstanding Voltage: i, —01 | 540 (13,72
Withstandir Cable Strip —04 | (2362) 930  HTSSIHTST e W
RoHS Compliant: —05 |(26,16) 1.030 ead Style — Body : ’
Ye - =l Height —03 | .740 (18,80)
>s 06 |28.70) 1.130 7 oo 2:29)
Processing: - (10,16) 250 0901 _04 | .840 (21,34)
Ing: —07 |(31,24) 1.230 a0 b @50 MIN |05 | 940 (23.68)
Max Processing Temp: p— LA, -100 .
HTSS & HTST only: —08 ((33,78) 1.330 ‘*11'18H —06 |[1.040(26,42)
230°C for 60 seconds, or —09 |(36,32) 1.430 440 ¥ | —07 [1.140 (28,96)
260°C for 20 seconds 3x -DV —08 |1.240 (31,50)
Lead-Free Solderable:
—09 | 1.340 (34,04)
Yes (HTSS, HTST)
Wave Only (TSS, TST, For boardhstacking geigr}]'t gggv.oss“ (2,16mm)
ZSS, ZST) when mated witl series.
SMT Lead Coplanarity: 051 075 085 105 125 131 155 175 205 255 323 36 - 78T-1XX-01-X-X- i
m Example: ZST-1XX-01-X-X-465 mated with
(0,15mm) .006" (Call Samtec for other sizes.) SSW = (13,97mm) .550" board space

APPLICATION - 028)
SPECIFIC OPTION s | X | .o‘Is
5 I~ |
700 02 — oy
¢ Alignment Pins 4= 1 -L
X —=2 8 8 @ B ®E @ BB @ @8 6,35 = n
« Single Row - _oesmmEenEe e (_250)(%58) 10y (O,Zihj:t'lt)e(_;r?rl‘dozr;;?ntact area,
e Locking Leads —— T
o1
* Polarized I ) TYPE _
= i STRIP X Y . G
Call Samtec. V (8.89) =10p" (0,25um) Gold on contact area,
| 350 |HTSS (2)%56)0-10?0 (ZXSQL'L?O Gold flash on balance
T’ ” ” u u u ” ” ” u T ;gg Positions | Positions (Not available on -DV)
#ﬂw +(1,27) .050 |+ (3,81).150
G2 HTST/| @54-100 | (2,54).100
—|l~ (064 025 sQ TYP TST ;( No. of F>’< No. of = Matte Tin
Note: Some lengths, styles ositions ositions
and options are non-standard, LSt zss, z8T ZST |+ (5,08).200 |+ (7,62) 300

Note: Other Gold plating options available.
Contact Samtec.

Due to technical progress, all designs, specifications and comp are subject to change without notice.

WWW.SAMTEC.COM
SAMTEC USA - Tel: 1-800-SAMTEC-9 or 812-944-6733  SAMTEC SILICON VALLEY - Tel: 408-395-5900  SAMTEC SOUTHERN CALIFORNIA - Tel: 1-800-726-8329 SAMTEC UK - Tel: 44 01236 739292
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non-returnable. ZSS, ZST are
non-standard, non-returnable.




