
STI Type: MTM8N55 
Notes:  
Breakdown Voltage: 550 
Continuous Current: 8 
RDS(on) Ohm: .50 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 70 
Resistance Switching toff: 430 
Resistance Switching ID: 4.0 
Case Style: TO-204AA/TO-3 
Polarity:  
Industry Type: MTM8N55  
 
STI Type: MTM8N60 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 8 
RDS(on) Ohm: .50 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 70 
Resistance Switching toff: 430 
Resistance Switching ID: 4.0 
Case Style: TO-204AA/TO-3 
Polarity:  
Industry Type: MTM8N60  
 
STI Type: MTM8N40 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 8 
RDS(on) Ohm: .55 
Trans Conductance Mhos: 3.0 
Trans Conductance A: 4.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: 4.0 
Case Style: TO-204AA/TO-3 
Polarity:  
Industry Type: MTM8N40  
 
STI Type: MTP10N10 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP10N10  
 
STI Type: MTP10N25 
Notes:  
Breakdown Voltage: 250 
Continuous Current: 10 
RDS(on) Ohm: .45 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
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Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 50 
Resistance Switching toff: 100 
Resistance Switching ID: 5.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP10N25  
 
STI Type: MTP10N10E 
Notes:  
Breakdown Voltage: 100 
Continuous Current: 10 
RDS(on) Ohm: .25 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 5.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 100 
Resistance Switching ID: 5.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP10N10E  
 
STI Type: 2N6442 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 120 
hFE max: 600 
hFE A: .01 
Matching hFE: 40 
Matching VBE: 10 
Tracking: 20 
Case Style: TO-78 
Industry Type: 2N6442  
  
 
STI Type: MTP10N35 
Notes:  
Breakdown Voltage: 350 
Continuous Current: 10 
RDS(on) Ohm: .55 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP10N35  
 
STI Type: MTP10N40E 
Notes: *Typical 
Breakdown Voltage: 400 
Continuous Current: 10 
RDS(on) Ohm: .55 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 5.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 25* 
Resistance Switching toff: 75* 
Resistance Switching ID: 10 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP10N40E  



 
STI Type: MTP10N40 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 10 
RDS(on) Ohm: .55 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP10N40  
 
STI Type: MTP1N100 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 1 
RDS(on) Ohm: 10 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N100  
 
STI Type: MTP1N45 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 1 
RDS(on) Ohm: 6.0 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N45  
 
STI Type: MTP1N100E 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 1 
RDS(on) Ohm: 9.0 
Trans Conductance Mhos: .90 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 20 
Resistance Switching toff: 55 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N100E  
 
STI Type: MTP1N50E 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 1 
RDS(on) Ohm: 5.0 
Trans Conductance Mhos: .50 



Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 20 
Resistance Switching toff: 30 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N50E  
 
STI Type: MTP1N55 
Notes:  
Breakdown Voltage: 550 
Continuous Current: 1 
RDS(on) Ohm: 6.0 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N55  
 
STI Type: MTP1N50 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 1 
RDS(on) Ohm: 6.0 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N50  
 
STI Type: MTP1N60 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 1 
RDS(on) Ohm: 6.0 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N60  
 
STI Type: 2N6443 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 60 
hFE max: 240 
hFE A: .01 
Matching hFE: 20 
Matching VBE: 5.0 
Tracking: 20 
Case Style: TO-78 
Industry Type: 2N6443  



  
 
STI Type: MTP1N80 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N80  
 
STI Type: MTP1N60E 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 1 
RDS(on) Ohm: 8.0 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 17.6 
Resistance Switching toff: 30 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N60E  
 
STI Type: MTP1N80E 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 1 
RDS(on) Ohm: 12 
Trans Conductance Mhos: .40 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 20 
Resistance Switching toff: 40 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N80E  
 
STI Type: MTP1N95 
Notes:  
Breakdown Voltage: 950 
Continuous Current: 1 
RDS(on) Ohm: 10 
Trans Conductance Mhos: .50 
Trans Conductance A: .50 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP1N95  
 
STI Type: MTP1N90 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  



Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-204AA/TO-3 
Polarity:  
Industry Type: MTP1N90  
 
STI Type: MTP20N15E 
Notes:  
Breakdown Voltage: 150 
Continuous Current: 20 
RDS(on) Ohm: 0.13 Max 
Trans Conductance Mhos: 8.0 Min 
Trans Conductance A: 10 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 25 Max 
Resistance Switching toff: 67 Max 
Resistance Switching ID: 20 
Case Style:  
Polarity:  
Industry Type: MTP20N15E  
 
STI Type: MTP2N25 
Notes:  
Breakdown Voltage: 250 
Continuous Current: 1 
RDS(on) Ohm: 2.0 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N25  
 
STI Type: MTP20N20E 
Notes:  
Breakdown Voltage: 200 
Continuous Current: 20 
RDS(on) Ohm: 0.16 Max 
Trans Conductance Mhos: 11 Typ 
Trans Conductance A: 10 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 17 Typ 
Resistance Switching toff: 50 Typ 
Resistance Switching ID: 20 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP20N20E  
 
STI Type: MTP2N35 
Notes:  
Breakdown Voltage: 350 
Continuous Current: 2 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 60 
Resistance Switching ID: 1.0 



Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N35  
 
STI Type: MTP2N40E 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 2 
RDS(on) Ohm: 3.5 
Trans Conductance Mhos: .50 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 16 
Resistance Switching toff: 26 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N40E  
 
STI Type: 2N3348DIE 
Industry Type: 2C3348 
V CEO: 45 
ICBO ICEX:  
h FE: 40 
IC: .01 
V CE:  
Case Style:  
 
STI Type: 2N6444 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 120 
hFE max: 600 
hFE A: .01 
Matching hFE: 20 
Matching VBE: 5.0 
Tracking: 20 
Case Style: TO-78 
Industry Type: 2N6444  
  
 
STI Type: MTP2N40 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 2 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 60 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N40  
 
STI Type: MTP2N45 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 2 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 60 



Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N45  
 
STI Type: MTP2N50E 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 2 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 16 
Resistance Switching toff: 32 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N50E  
 
STI Type: MTP2N50 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 2 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 60 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N50  
 
STI Type: MTP2N55 
Notes:  
Breakdown Voltage: 550 
Continuous Current: 2 
RDS(on) Ohm: 60 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 25 
Resistance Switching toff: 90 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N55  
 
STI Type: MTP2N60E 
Notes: *Typical 
Breakdown Voltage: 600 
Continuous Current: 2 
RDS(on) Ohm: 3.8 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 21* 
Resistance Switching toff: 30* 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N60E  
 
STI Type: MTP2N60 
Notes:  



Breakdown Voltage: 600 
Continuous Current: 2 
RDS(on) Ohm: 6.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 25 
Resistance Switching toff: 90 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N60  
 
STI Type: MTP2N85 
Notes:  
Breakdown Voltage: 850 
Continuous Current: 2 
RDS(on) Ohm: 8.0 
Trans Conductance Mhos: .50 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N85  
 
STI Type: MTP3N100 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 3 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 250 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N100  
 
STI Type: MTP2N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 2 
RDS(on) Ohm: 8.0 
Trans Conductance Mhos: .50 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 1.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP2N90  
 
STI Type: 2N6445 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 60 
hFE max: 240 
hFE A: .01 
Matching hFE: 10 



Matching VBE: 3.0 
Tracking: 10 
Case Style: TO-78 
Industry Type: 2N6445  
  
 
STI Type: MTP3N100E 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 3 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 25 
Resistance Switching toff: 90 
Resistance Switching ID: 3.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N100E  
 
STI Type: MTP3N35 
Notes:  
Breakdown Voltage: 350 
Continuous Current: 3 
RDS(on) Ohm: 3.3 
Trans Conductance Mhos: .75 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 60 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N35  
 
STI Type: MTP3N120E 
Notes:  
Breakdown Voltage: 1200 
Continuous Current: 3 
RDS(on) Ohm: 5.0 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: MTP3N120E  
 
STI Type: MTP3N40 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 3 
RDS(on) Ohm: 3.3 
Trans Conductance Mhos: .75 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 60 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N40  
 
STI Type: MTP3N50 



Notes:  
Breakdown Voltage: 500 
Continuous Current: 3 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 25 
Resistance Switching toff: 90 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N50  
 
STI Type: MTP3N45 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 3 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 25 
Resistance Switching toff: 90 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N45  
 
STI Type: MTP3N50E 
Notes: *Typical 
Breakdown Voltage: 500 
Continuous Current: 3 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos: 1.0 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 14* 
Resistance Switching toff: 30* 
Resistance Switching ID: 3.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N50E  
 
STI Type: MTP3N60 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 3 
RDS(on) Ohm: 2.5 
Trans Conductance Mhos: 1.5 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 180 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N60  
 
STI Type: MTP3N55 
Notes:  
Breakdown Voltage: 550 
Continuous Current: 3 
RDS(on) Ohm: 2.5 
Trans Conductance Mhos: 1.5 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 



Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 180 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N55  
 
STI Type: MTP3N60E 
Notes: *Typical 
Breakdown Voltage: 600 
Continuous Current: 3 
RDS(on) Ohm: 2.2 
Trans Conductance Mhos: 1.5 
Trans Conductance A: 1.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 23* 
Resistance Switching toff: 58* 
Resistance Switching ID: 3.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N60E  
 
STI Type: 2N6446 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 120 
hFE max: 600 
hFE A: .01 
Matching hFE: 10 
Matching VBE: 3.0 
Tracking: 10 
Case Style: TO-78 
Industry Type: 2N6446  
  
 
STI Type: MTP3N80 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 3 
RDS(on) Ohm: 7.0 
Trans Conductance Mhos: 0.5 
Trans Conductance A: 1.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N80  
 
STI Type: MTP3N75 
Notes:  
Breakdown Voltage: 750 
Continuous Current: 3 
RDS(on) Ohm: 7.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 1.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N75  
 



STI Type: MTP3N95 
Notes:  
Breakdown Voltage: 950 
Continuous Current: 3 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 250 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP3N95  
 
STI Type: MTP4N40 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 4 
RDS(on) Ohm: 1.0 
Trans Conductance Mhos: 1.5 
Trans Conductance A:  
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N40  
 
STI Type: MTP4N35 
Notes:  
Breakdown Voltage: 350 
Continuous Current: 4 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos: 1.5 
Trans Conductance A:  
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N35  
 
STI Type: MTP4N40E 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 4 
RDS(on) Ohm: 1.8 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 2.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: 4.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N40E  
 
STI Type: MTP4N50 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 4 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos: 1.5 
Trans Conductance A: 2.0 



Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N50  
 
STI Type: MTP4N45 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 4 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos: 1.5 
Trans Conductance A: 2.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N45  
 
STI Type: MTP4N50E 
Notes: *Typical 
Breakdown Voltage: 500 
Continuous Current: 4 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos: 1.5 
Trans Conductance A: 2.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 24* 
Resistance Switching toff: 60* 
Resistance Switching ID: 4.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N50E  
 
STI Type: MTP4N80 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N80  
 
STI Type: 2N6447 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 60 
hFE max: 240 
hFE A: .01 
Matching hFE: 5.0 
Matching VBE: 3.0 
Tracking: 10 
Case Style: TO-78 
Industry Type: 2N6447  
  



 
STI Type: MTP4N85 
Notes:  
Breakdown Voltage: 850 
Continuous Current: 4 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 250 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N85  
 
STI Type: MTP4N80E 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 4 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 2.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 30 
Resistance Switching toff: 80 
Resistance Switching ID: 4.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N80E  
 
STI Type: MTP4N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 4 
RDS(on) Ohm: 4.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 250 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N90  
 
STI Type: MTP5N100E 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style:  
Polarity:  
Industry Type: MTP5N100E  
 
STI Type: MTP4N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 4 
RDS(on) Ohm: 2.9 
Trans Conductance Mhos: 2.0 



Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 250 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP4N90A  
 
STI Type: MTP5N35 
Notes:  
Breakdown Voltage: 350 
Continuous Current: 5 
RDS(on) Ohm: 1.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 2.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 2.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP5N35  
 
STI Type: MTP5N40E 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 5 
RDS(on) Ohm: 1.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 2.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: .25 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP5N40E  
 
STI Type: MTP5N40 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 5 
RDS(on) Ohm: 1.0 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 2.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 50 
Resistance Switching toff: 200 
Resistance Switching ID: 2.5 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP5N40  
 
STI Type: MTP6N55 
Notes:  
Breakdown Voltage: 550 
Continuous Current: 6 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 



Polarity:  
Industry Type: MTP6N55  
 
STI Type: MTP6N60E 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 6 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 3.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 30 
Resistance Switching toff: 80 
Resistance Switching ID: 6.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP6N60E  
 
STI Type: 2N6448 
Notes:  
Polarity: NPN 
Power Dissipation: .55 
VCEO: 45 
hFE min: 120 
hFE max: 600 
hFE A: .01 
Matching hFE: 5.0 
Matching VBE: 3.0 
Tracking: 10 
Case Style: TO-78 
Industry Type: 2N6448  
  
 
STI Type: MTP6N60 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 6 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP6N60  
 
STI Type: MTP8N45 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 8 
RDS(on) Ohm: 0.8 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP8N45  
 
STI Type: MTP8N50E 
Notes: *Typical 
Breakdown Voltage: 500 
Continuous Current: 8 
RDS(on) Ohm: .80 



Trans Conductance Mhos: 4.0 
Trans Conductance A: 4.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 25* 
Resistance Switching toff: 75* 
Resistance Switching ID: 8.0 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP8N50E  
 
STI Type: MTP8N50 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 8 
RDS(on) Ohm: .80 
Trans Conductance Mhos: 2.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 60 
Resistance Switching toff: 200 
Resistance Switching ID: .50 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: MTP8N50  
 
STI Type: MTW10N100E 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 10 
RDS(on) Ohm: 1.3 
Trans Conductance Mhos: 80 
Trans Conductance A: 5.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 60 
Resistance Switching toff: 240 
Resistance Switching ID: 10 
Case Style: TO-247 
Polarity:  
Industry Type: MTW10N100E IN STOCK  
 
STI Type: MTW12NM50FD 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW12NM50FD  
 
STI Type: MTW10N40E 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 10 
RDS(on) Ohm: 0.55 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 5.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 150 
Resistance Switching ID: 10 



Case Style: TO-247 
Polarity:  
Industry Type: MTW10N40E  
 
STI Type: MTW14N50E 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 14 
RDS(on) Ohm: .40 
Trans Conductance Mhos: 5.0 
Trans Conductance A: 7.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 60 
Resistance Switching toff: 160 
Resistance Switching ID: 14 
Case Style: TO-247 
Polarity:  
Industry Type: MTW14N50E  
 
STI Type: MTW15N25E 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW15N25E  
 
STI Type: MTW14NM50FD 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 14 
RDS(on) Ohm: 0.4 
Trans Conductance Mhos: 9.8 Typ 
Trans Conductance A: 6.0 
Gate Threshold min: 3.0 @ 250uA 
Gate Threshold max: 5.0 @ 250uA 
Resistance Switching ton: 19 Typ 
Resistance Switching toff:  
Resistance Switching ID: 6.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW14NM50FD  
 
STI Type: 2N6461 
Notes:  
Polarity: NPN 
Power Dissipation: 1.0 
VCBO: 300 
VCER: 300 
ICBO: 200 
ICBO A: .05 
hFE: 30 
hFE A: 20 
VCE: 1.1 
VBE: 1.0 
IC: 20 
COB: 3.0 
fT: 65 
Case Style: TO-205AD/TO-39 
Industry Type: 2N6461  
  
 



STI Type: MTW20N50E 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 20 
RDS(on) Ohm: .024 
Trans Conductance Mhos: 11 
Trans Conductance A: 10 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 55 
Resistance Switching toff: 190 
Resistance Switching ID: 20 
Case Style: TO-247 
Polarity:  
Industry Type: MTW20N50E  
 
STI Type: MTW22N20E 
Notes:  
Breakdown Voltage: 200 
Continuous Current: 22 
RDS(on) Ohm: 150m 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW22N20E  
 
STI Type: MTW16N40E 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 16 
RDS(on) Ohm: 0.24 
Trans Conductance Mhos: 8.0 
Trans Conductance A: 8.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 170 
Resistance Switching ID: 16 
Case Style: TO-247 
Polarity:  
Industry Type: MTW16N40E  
 
STI Type: MTW22N45E 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW22N45E  
 
STI Type: MTW23N45E 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  



Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW23N45E  
 
STI Type: MTW23N25E 
Notes:  
Breakdown Voltage: 250 
Continuous Current: 23 
RDS(on) Ohm: 0.11 
Trans Conductance Mhos: 11 
Trans Conductance A: 11.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 160 
Resistance Switching ID: 23 
Case Style: TO-247 
Polarity:  
Industry Type: MTW23N25E  
 
STI Type: MTW25N50 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW25N50  
 
STI Type: MTW26N15E 
Notes:  
Breakdown Voltage: 150 
Continuous Current: 26 
RDS(on) Ohm: 0.095 
Trans Conductance Mhos: 7.0 
Trans Conductance A: 13 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 40 
Resistance Switching toff: 100 
Resistance Switching ID: 26 
Case Style: TO-247 
Polarity:  
Industry Type: MTW26N15E  
 
STI Type: MTW24N40E 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 24 
RDS(on) Ohm: 0.16 
Trans Conductance Mhos: 11 
Trans Conductance A: 12 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 60 
Resistance Switching toff: 194 
Resistance Switching ID: 24 
Case Style: TO-247 
Polarity:  



Industry Type: MTW24N40E  
 
STI Type: MTW26N50 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW26N50  
 
STI Type: 2N6462 
Notes:  
Polarity: NPN 
Power Dissipation: 1.0 
VCBO: 300 
VCER: 300 
ICBO: 200 
ICBO A: .05 
hFE: 100 
hFE A: 20 
VCE: 1.1 
VBE: 1.0 
IC: 20 
COB: 3.0 
fT: 65 
Case Style: TO-205AD/TO-39 
Industry Type: 2N6462  
  
 
STI Type: MTW32N25E 
Notes:  
Breakdown Voltage: 250 
Continuous Current: 32 
RDS(on) Ohm: .08 
Trans Conductance Mhos: 11 
Trans Conductance A: 16 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 60 
Resistance Switching toff: 186 
Resistance Switching ID: 32 
Case Style: TO-247 
Polarity:  
Industry Type: MTW32N25E  
 
STI Type: MTW32N20E 
Notes:  
Breakdown Voltage: 200 
Continuous Current: 32 
RDS(on) Ohm: 0.075 
Trans Conductance Mhos: 12 
Trans Conductance A: 16 
Gate Threshold min: 2.0 @ 250uA 
Gate Threshold max: 4.0 @ 250uA 
Resistance Switching ton: 50 
Resistance Switching toff: 150 
Resistance Switching ID: 32 
Case Style: TO-247 
Polarity:  
Industry Type: MTW32N20E  
 
STI Type: MTW33N10E 
Notes:  



Breakdown Voltage: 100 
Continuous Current: 33 
RDS(on) Ohm: 0.06 
Trans Conductance Mhos: 8.0 
Trans Conductance A: 16.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 40 
Resistance Switching toff: 100 
Resistance Switching ID: 33 
Case Style: TO-247 
Polarity:  
Industry Type: MTW33N10E  
 
STI Type: MTW36N10E 
Notes:  
Breakdown Voltage: 100 
Continuous Current: 36 
RDS(on) Ohm: 58m 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW36N10E  
 
STI Type: MTW35N15E 
Notes:  
Breakdown Voltage: 150 
Continuous Current: 35 
RDS(on) Ohm: 0.05 
Trans Conductance Mhos: 11 
Trans Conductance A: 17.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 56 
Resistance Switching toff: 180 
Resistance Switching ID: 35 
Case Style: TO-247 
Polarity:  
Industry Type: MTW35N15E  
 
STI Type: MTW3N100E 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 5 
RDS(on) Ohm: 0.75 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW3N100E  
 
STI Type: MTW4N80E 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 4 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos: 2.5 
Trans Conductance A: 2.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 



Resistance Switching ton: 50 
Resistance Switching toff: 150 
Resistance Switching ID: 4.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW4N80E  
 
STI Type: MTW45N10E 
Notes:  
Breakdown Voltage: 100 
Continuous Current: 45 
RDS(on) Ohm: 0.035 
Trans Conductance Mhos: 12 
Trans Conductance A: 22.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 170 
Resistance Switching ID: 45 
Case Style: TO-247 
Polarity:  
Industry Type: MTW45N10E  
 
STI Type: MTW5N100E 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 5 
RDS(on) Ohm: 0.85 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW5N100E  
 
STI Type: MTW6N60E 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 6 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos: 2.5 
Trans Conductance A: 3.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 22 
Resistance Switching toff: 65 
Resistance Switching ID: 6.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW6N60E  
 
STI Type: 2N6463 
Notes:  
Polarity: NPN 
Power Dissipation: 1.0 
VCBO: 250 
VCER: 250 
ICBO: 150 
ICBO A: .05 
hFE: 30 
hFE A: 20 
VCE: 1.1 
VBE: 1.0 
IC: 20 
COB: 3.0 
fT: 65 
Case Style: TO-205AD/TO-39 



Industry Type: 2N6463  
  
 
STI Type: MTW6N100E 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 6 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 3.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 45 
Resistance Switching toff: 170 
Resistance Switching ID: 6.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW6N100E  
 
STI Type: MTW6N80E 
Notes:  
Breakdown Voltage:  
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW6N80E  
 
STI Type: MTW7N80E 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 7 
RDS(on) Ohm: 1.0 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 3.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 40 
Resistance Switching toff: 165 
Resistance Switching ID: 7.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW7N80E  
 
STI Type: MTW6N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 6 
RDS(on) Ohm: 0.95 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: MTW6N90  
 
STI Type: MTW8N50E 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 8 



RDS(on) Ohm: 0.8 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 4.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 150 
Resistance Switching ID: 8.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW8N50E  
 
STI Type: NTE154 
Notes: *VCEO 
Polarity: NPN 
Power Dissipation: 7.0 
VCBO: 300 
VCER: 300* 
ICBO: 100 
ICBO A:  
hFE: 40 
hFE A: 10m 
VCE: 1.0 
VBE: 0.85 
IC: 20 
COB:  
fT:  
Case Style: TO-205AD (TO-39) 
Industry Type: NTE154  
  
 
STI Type: MTW8N60E 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 8 
RDS(on) Ohm: 0.55 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 4.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 170 
Resistance Switching ID: 8.0 
Case Style: TO-247 
Polarity:  
Industry Type: MTW8N60E  
 
STI Type: NTE165 
Notes: *VCES 
Polarity: NPN 
Power Dissipation: 150 
VCEV: 1500* 
VCEO: 700 
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE: 1.0 
VBE: 1.3 
IC: 4.5 
COB:  
fT: 7.0 
Case Style: TO-204AA/TO-3:  
Industry Type: NTE165  
  
 
STI Type: NTE2317 
Notes:  
Polarity: NPN 
Power Dissipation: 150 
VCEV:  



VCEO: 450 
ICEV:  
ICEV A:  
hFE: 30 Min 
hFE A:  
VCE:  
VBE:  
IC: 15 
COB:  
fT:  
Case Style: TO-218 
: Darlington 
Industry Type: NTE2317  
  
 
STI Type: NTE175 
Notes:  
Polarity: NPN 
Power Dissipation: 35 
VCBO: 300(VCEO) 
VCER:  
ICBO:  
ICBO A:  
hFE: 10 
hFE A: 1 
VCE: .75 
VBE: 1.4 
IC: 1 
COB: 120 
fT: 15 
Case Style: TO-213AA/TO-66 
Industry Type: NTE175  
  
 
STI Type: 2N6464 
Notes:  
Polarity: NPN 
Power Dissipation: 1.0 
VCBO: 250 
VCER: 250 
ICBO: 150 
ICBO A: .05 
hFE: 100 
hFE A: 20 
VCE: 1.1 
VBE: 1.0 
IC: 20 
COB: 3.0 
fT: 65 
Case Style: TO-205AD/TO-39 
Industry Type: 2N6464  
  
 
STI Type: NTE2319 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV: 850 
VCEO: 450 
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA:  
Industry Type: NTE2319  
  



 
STI Type: NTE2393 
Notes:  
Breakdown Voltage: 500 
Continuous Current: 9 
RDS(on) Ohm: 0.7 
Trans Conductance Mhos: 5.0 
Trans Conductance A: 4.5 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 40 
Resistance Switching toff: 170 
Resistance Switching ID: 4.5 
Case Style: TO-247 
Polarity:  
Industry Type: NTE2393  
 
STI Type: NTE2384 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 6 
RDS(on) Ohm: 1.4 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 3.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.5 
Resistance Switching ton: 100 
Resistance Switching toff: 200 
Resistance Switching ID: 3.0 
Case Style: TO-204AA/TO-3 
Polarity:  
Industry Type: NTE2384  
 
STI Type: NTE2399 
Notes:  
Breakdown Voltage: 1000 
Continuous Current: 3.1 
RDS(on) Ohm: 0.50 
Trans Conductance Mhos: 2.1 
Trans Conductance A: 1.9 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 12 
Resistance Switching toff: 89 
Resistance Switching ID: 3.1 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: NTE2399  
 
STI Type: NTE2993 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 14 
RDS(on) Ohm: 0.3 
Trans Conductance Mhos: 6.0 Min 
Trans Conductance A: 3.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 35 
Resistance Switching toff: 170 
Resistance Switching ID: 14 
Case Style: TO-204AA/TO-3 
Polarity:  
Industry Type: NTE2993  
 
STI Type: NTE2922 
Notes:  
Breakdown Voltage: 400 
Continuous Current: 16 
RDS(on) Ohm: 0.30 
Trans Conductance Mhos: 10 



Trans Conductance A: 9.6 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 16 
Resistance Switching toff: 87 
Resistance Switching ID: 16 
Case Style: TO-247 
Polarity:  
Industry Type: NTE2922  
 
STI Type: NTE379 
Notes:  
Polarity: NPN 
Power Dissipation: 2.0 
VCEV: 700 
VCEO: 400 
ICEV:  
ICEV A: 1.0m 
hFE: 8.0 
hFE A: 5.0 
VCE: 1.0 
VBE: 1.2 
IC: 5.0 
COB: 180 Typ 
fT: 4.0 Min 
Case Style: TO-220AB/TO-220:  
Industry Type: NTE379  
  
 
STI Type: NTE396 
Notes: *VCEO 
Polarity: NPN 
Power Dissipation: 5.0 
VCBO:  
VCER: 350* 
ICBO: 20u 
ICBO A:  
hFE: 40 
hFE A: 20m 
VCE: 0.5 
VBE: 1.3 
IC: 50m 
COB: 10 
fT: 15 
Case Style: TO-205AD (TO-39) 
Industry Type: NTE396  
  
 
STI Type: NTE38 
Notes:  
Polarity: PNP 
Power Dissipation: 35 
VCBO: 350(VCEO) 
VCER: 375 
ICBO:  
ICBO A:  
hFE: 10 
hFE A: 1 
VCE: 2.0 
VBE: 1.4 
IC: 1 
COB: 120 
fT: 20 
Case Style: TO-213AA/TO-66 
Industry Type: NTE38  
  
 
STI Type: NTE98 
Notes:  
Polarity: NPN 
Power Dissipation: 175 



VCEV: 700 
VCEO: 500 
ICEV: 0.25m 
ICEV A:  
hFE: 40 
hFE A: 5.0 
VCE: 2.0 
VBE: 2.5 
IC: 10 
COB: 100 
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: NTE98  
  
 
STI Type: 2N6465 
Notes:  
Polarity: NPN 
Power Dissipation: 40 
VCBO: 100 
VCER:  
ICBO: 100 
ICBO ua: 100 
hFE: 15 
hFE A: 1.5 
VCE: 1.2 
VBE: 2.0 
IC A: 1.5 
COB:  
fT: 5.0 
Case Style: TO-213AA/TO-66 
Industry Type: 2N6465  
  
 
STI Type: NTE99 
Notes:  
Polarity: NPN 
Power Dissipation: 250 
VCEV: 600 
VCEO: 400 
ICEV: 0.25m 
ICEV A:  
hFE: 25 
hFE A: 20 
VCE: 2.2 
VBE: 2.75 
IC: 20 
COB: 750 
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: NTE99  
  
 
STI Type: NTE397 
Notes: *VCEO 
Polarity: PNP 
Power Dissipation: 10 
VCBO:  
VCER: 300* 
ICBO: 50u 
ICBO A:  
hFE: 120 
hFE A: 50m 
VCE:  
VBE:  
IC:  
COB: 15 
fT:  
Case Style: TO-205AD (TO-39) 



Industry Type: NTE397  
  
 
STI Type: PMF4530BN 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 18 
RDS(on) Ohm: .30 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: PMF4530BN  
 
STI Type: PTC10002 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10002  
  
 
STI Type: PTC10001 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10001  
  
 
STI Type: PTC10003 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  



IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10003  
  
 
STI Type: PTC10005 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10005  
  
 
STI Type: PTC10004 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10004  
  
 
STI Type: PTC10006 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10006  
  
 
STI Type: PTC10008 
Notes:  
Polarity: NPN 



Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10008  
  
 
STI Type: 2N3349DIE 
Industry Type: 2C3349 
V CEO: 45 
ICBO ICEX:  
h FE: 40 
IC: .01 
V CE:  
Case Style:  
 
STI Type: 2N6467 
Notes:  
Polarity: PNP 
Power Dissipation: 40 
VCBO: 100 
VCER:  
ICBO: 100 
ICBO ua: 100 
hFE: 15 
hFE A: 1.5 
VCE: 1.2 
VBE: 2.0 
IC A: 1.5 
COB:  
fT: 5.0 
Case Style: TO-213AA/TO-66 
Industry Type: 2N6467  
  
 
STI Type: PTC10007 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10007  
  
 
STI Type: PTC10009 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  



ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10009  
  
 
STI Type: PTC10016 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10016  
  
 
STI Type: PTC10015 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC10015  
  
 
STI Type: PTC6000 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 



Industry Type: PTC6000  
  
 
STI Type: PTC6001 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6001  
  
 
STI Type: PTC146 
Notes:  
Polarity: NPN 
Power Dissipation: 65 
VCEV:  
VCEO: 1500 
ICEV:  
ICEV A:  
hFE: 4.0 
hFE A: 3.0 
VCE:  
VBE:  
IC:  
COB:  
fT: 10 
Case Style: TO-204AA/TO-3:  
Industry Type: PTC146  
  
 
STI Type: PTC6002 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6002  
  
 
STI Type: PTC6022 
Notes:  
Polarity: NPN 
Power Dissipation: 125 
VCEV: 500 
VCEO: 500 
ICEV:  
ICEV A:  
hFE: 50 



hFE A: 10 
VCE: 2.0 
VBE: 2.5 
IC: 20 
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6022  
  
 
STI Type: PTC6003 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6003  
  
 
STI Type: 2N6468 
Notes:  
Polarity: PNP 
Power Dissipation: 40 
VCBO: 120 
VCER:  
ICBO: 120 
ICBO ua: 100 
hFE: 15 
hFE A: 1.5 
VCE: 1.2 
VBE: 2.0 
IC A: 1.5 
COB:  
fT: 5.0 
Case Style: TO-213AA/TO-66 
Industry Type: 2N6468  
  
 
STI Type: PTC6023 
Notes:  
Polarity: NPN 
Power Dissipation: 125 
VCEV: 600 
VCEO: 600 
ICEV:  
ICEV A:  
hFE: 50 
hFE A: 10 
VCE: 2.0 
VBE: 2.5 
IC: 20 
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6023  
  
 
STI Type: PTC6061 



Notes:  
Polarity: NPN 
Power Dissipation: 125 
VCEV: 400 
VCEO: 400 
ICEV:  
ICEV A:  
hFE: 30 
hFE A: 10 
VCE: 1.5 
VBE: 2.5 
IC: 10 
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6061  
  
 
STI Type: PTC6060 
Notes:  
Polarity: NPN 
Power Dissipation: 125 
VCEV: 350 
VCEO: 350 
ICEV:  
ICEV A:  
hFE: 30 
hFE A: 10 
VCE: 1.5 
VBE: 2.5 
IC: 10 
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6060  
  
 
STI Type: PTC6063 
Notes:  
Polarity: NPN 
Power Dissipation: 125 
VCEV: 550 
VCEO: 550 
ICEV:  
ICEV A:  
hFE: 30 
hFE A: 10 
VCE: 1.5 
VBE: 2.5 
IC: 10 
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6063  
  
 
STI Type: PTC6072 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  



IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6072  
  
 
STI Type: PTC6062 
Notes:  
Polarity: NPN 
Power Dissipation: 125 
VCEV: 450 
VCEO: 450 
ICEV:  
ICEV A:  
hFE: 30 
hFE A:  
VCE: 1.5 
VBE: 2.5 
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6062  
  
 
STI Type: PTC6073 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6073  
  
 
STI Type: PTC6252 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6252  
  
 
STI Type: PTC6251 
Notes:  
Polarity: NPN 



Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6251  
  
 
STI Type: PTC6253 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6253  
  
 
STI Type: 2N6469 
Notes:  
Polarity: PNP 
Power Dissipation: 71 
VCBO: 50 
VCER:  
ICBO:  
ICBO ua:  
hFE: 20 
hFE A: 5.0 
VCE:  
VBE:  
IC A:  
COB:  
fT: 10 
Case Style: TO-204AA/TO-3 
Industry Type: 2N6469  
  
 
STI Type: PTC6675 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  



Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6675  
  
 
STI Type: PTC6674 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6674  
  
 
STI Type: PTC6676 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6676  
  
 
STI Type: PTC6678 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  
ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6678  
  
 
STI Type: PTC6677 
Notes:  
Polarity: NPN 
Power Dissipation:  
VCEV:  
VCEO:  



ICEV:  
ICEV A:  
hFE:  
hFE A:  
VCE:  
VBE:  
IC:  
COB:  
fT:  
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: PTC6677  
  
 
STI Type: SE5020 
Notes:  
Polarity: NPN 
Power Dissipation:  
Tj:  
VCBO:  
VCEO:  
hFE min:  
hFE max:  
hFE A:  
VCE:  
VCE A:  
hfe:  
fT:  
Case Style: TO-206AF/TO-72:  
Industry Type: SE5020  
  
 
STI Type: SE7005 
Notes:  
Polarity: NPN 
Power Dissipation: 5.0 
VCBO: 150 
VCER: 150 
ICBO: 150 
ICBO A: 10 
hFE: 150 
hFE A: 150 
VCE: .50 
VBE: .80 
IC: 150 
COB:  
fT: 60 
Case Style: MD14 
Industry Type: SE7005  
  
 
STI Type: SE5055 
Notes:  
Polarity: NPN 
Power Dissipation:  
Tj:  
VCBO:  
VCEO:  
hFE min:  
hFE max:  
hFE A:  
VCE:  
VCE A:  
hfe:  
fT:  
Case Style: TO-206AF/TO-72:  
Industry Type: SE5055  
  
 
STI Type: SE7006 
Notes:  



Polarity: NPN 
Power Dissipation: 20 
VCBO: 150 
VCER: 150 
ICBO: 150 
ICBO A: 1000 
hFE: 30 
hFE A: .10 
VCE: 1.0 
VBE: 1.5 
IC: .10 
COB:  
fT: 60 
Case Style: TO-213AA/TO-66 
Industry Type: SE7006  
  
 
STI Type: SE7010 
Notes:  
Polarity: NPN 
Power Dissipation: 3.0 
VCBO: 250 
VCER: 150 
ICBO: 200 
ICBO A: 1.0 
hFE: 30 
hFE A: 25 
VCE: 1.0 
VBE: 1.5 
IC: 25 
COB: 3.5 
fT: 40 
Case Style: TO-205AD/TO-39 
Industry Type: SE7010  
  
 
STI Type: 2N6470 
Notes:  
Polarity: NPN 
Power Dissipation: 71 
VCBO: 40 
VCER:  
ICBO:  
ICBO ua:  
hFE: 20 
hFE A: 4.0 
VCE:  
VBE:  
IC A:  
COB:  
fT: 5.0 
Case Style: TO-204AA/TO-3 
Industry Type: 2N6470  
  
 
STI Type: SE7006DIE 
Industry Type: SE7006DIE 
V CEO: 150 
ICBO ICEX: 150 
h FE: 30 
IC: .10m 
V CE:  
Case Style:  
 
STI Type: SE7015 
Notes:  
Polarity: NPN 
Power Dissipation: .45 
Tj: 200 
VCBO: 100 
VCEO: 100 



hFE min: 40 
hFE max: 120 
hFE A: 25 
VCE:  
VCE A:  
hfe:  
fT: 50 
Case Style: TO-205AD/TO-39:  
Industry Type: SE7015  
  
 
STI Type: SE7017 
Notes:  
Polarity: NPN 
Power Dissipation: .45 
Tj: 200 
VCBO: 180 
VCEO: 180 
hFE min: 50 
hFE max: 200 
hFE A: 25 
VCE:  
VCE A:  
hfe:  
fT: 50 
Case Style: TO-205AD/TO-39:  
Industry Type: SE7017  
  
 
STI Type: SE7016 
Notes:  
Polarity: NPN 
Power Dissipation: .45 
Tj: 200 
VCBO: 140 
VCEO: 140 
hFE min: 50 
hFE max: 120 
hFE A: 25 
VCE:  
VCE A:  
hfe:  
fT: 50 
Case Style: TO-205AD/TO-39:  
Industry Type: SE7016  
  
 
STI Type: SE7020 
Notes:  
Polarity: NPN 
Power Dissipation: 20 
VCBO: 300 
VCER: 300 
ICBO: 300 
ICBO A: 10 
hFE: 40 
hFE A: .10 
VCE: 1.0 
VBE: 1.5 
IC: .10 
COB:  
fT: 30 
Case Style: TO-213AA/TO-66 
Industry Type: SE7020  
  
 
STI Type: SE7030 
Notes:  
Polarity: NPN 
Power Dissipation: 20 
VCBO: 300 



VCER: 300 
ICBO: 300 
ICBO A: 1.0 
hFE: 40 
hFE A: .10 
VCE: 1.0 
VBE: 1.5 
IC: .10 
COB:  
fT: 30 
Case Style: TO-213AA/TO-66 
Industry Type: SE7030  
  
 
STI Type: SE7020DIE 
Industry Type: SE7020DIE 
V CEO: 300 
ICBO ICEX: 300 
h FE: 40 
IC: .10m 
V CE:  
Case Style:  
 
STI Type: SE7055 
Notes:  
Polarity: NPN 
Power Dissipation: 7.0 
VCBO: 300 
VCER: 220 
ICBO: 200 
ICBO A: 1.0 
hFE: 40 
hFE A: 10 
VCE: 1.0 
VBE: 1.5 
IC: 10 
COB: 3.0 
fT: 40 
Case Style: TO-205AD/TO-39 
Industry Type: SE7055  
  
 
STI Type: SE7057 
Notes:  
Polarity: NPN 
Power Dissipation: 7.0 
VCBO: 500 
VCER: 450 
ICBO: 450 
ICBO A: 1.0 
hFE: 30 
hFE A: 10 
VCE: 1.0 
VBE: 1.5 
IC: 10 
COB: 25 
fT: 40 
Case Style: TO-205AD/TO-39 
Industry Type: SE7057  
  
 
STI Type: SE7056 
Notes:  
Polarity: NPN 
Power Dissipation: 7.0 
VCBO: 400 
VCER: 300 
ICBO: 300 
ICBO A: 1.0 
hFE: 40 
hFE A: 10 



VCE: 1.0 
VBE: 1.5 
IC: 10 
COB: 3.0 
fT: 40 
Case Style: TO-205AD/TO-39 
Industry Type: SE7056  
  
 
STI Type: 2N6471 
Notes:  
Polarity: NPN 
Power Dissipation: 71 
VCBO: 60 
VCER:  
ICBO:  
ICBO ua:  
hFE: 20 
hFE A: 5.0 
VCE:  
VBE:  
IC A:  
COB:  
fT: 5.0 
Case Style: TO-204AA/TO-3 
Industry Type: 2N6471  
  
 
STI Type: SE8001 
Notes:  
Polarity: NPN 
Power Dissipation: 5.0 
Tj: 200 
VCBO: 60 
VCEO: 30 
hFE min: 20 
hFE max:  
hFE A: 150 
VCE: 1.5 
VCE A: 1000 
hfe:  
fT: 40 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8001  
  
 
STI Type: SE8010 
Notes:  
Polarity: NPN 
Power Dissipation: 4.0 
Tj: 200 
VCBO: 100 
VCEO: 60 
hFE min: 40 
hFE max: 150 
hFE A: 100 
VCE: .75 
VCE A: 500 
hfe:  
fT: 300 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8010  
  
 
STI Type: SE8002 
Notes:  
Polarity: NPN 
Power Dissipation: 5.0 
Tj: 200 
VCBO: 80 
VCEO: 40 



hFE min: 40 
hFE max: 120 
hFE A: 150 
VCE: 1.2 
VCE A: 1000 
hfe:  
fT: 40 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8002  
  
 
STI Type: SE8040 
Notes:  
Polarity: NPN 
Power Dissipation: .50 
Tj: 175 
VCBO: 30 
VCEO: 30 
hFE min: 60 
hFE max: 120 
hFE A: 150 
VCE:  
VCE A:  
hfe:  
fT: 200 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8040  
  
 
STI Type: SE8041 
Notes:  
Polarity: NPN 
Power Dissipation: 4.0 
Tj: 200 
VCBO: 30 
VCEO: 30 
hFE min: 30 
hFE max:  
hFE A: 10 
VCE: .70 
VCE A: 500 
hfe:  
fT: 130 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8041  
  
 
STI Type: SE8012 
Notes:  
Polarity: NPN 
Power Dissipation: .50 
Tj: 200 
VCBO: 100 
VCEO: 60 
hFE min: 40 
hFE max: 120 
hFE A: 100 
VCE:  
VCE A:  
hfe:  
fT: 300 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8012  
  
 
STI Type: SE8042 
Notes:  
Polarity: NPN 
Power Dissipation: 4.0 
Tj: 200 
VCBO: 30 



VCEO: 30 
hFE min: 30 
hFE max:  
hFE A: 10 
VCE: .70 
VCE A: 500 
hfe:  
fT: 130 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8042  
  
 
STI Type: SE8541 
Notes:  
Polarity: PNP 
Power Dissipation: 4.0 
Tj: 200 
VCBO: 30 
VCEO: 30 
hFE min: 30 
hFE max:  
hFE A: 10 
VCE: .70 
VCE A: 500 
hfe:  
fT: 100 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8541  
  
 
STI Type: SE8540 
Notes:  
Polarity: PNP 
Power Dissipation: .50 
Tj: 200 
VCBO: 30 
VCEO: 30 
hFE min: 70 
hFE max: 180 
hFE A: 150 
VCE:  
VCE A:  
hfe:  
fT: 200 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8540  
  
 
STI Type: SE8542 
Notes:  
Polarity: PNP 
Power Dissipation: 4.0 
Tj: 200 
VCBO: 30 
VCEO: 30 
hFE min: 30 
hFE max:  
hFE A: 10 
VCE: .70 
VCE A: 500 
hfe:  
fT: 100 
Case Style: TO-205AD/TO-39:  
Industry Type: SE8542  
  
 
STI Type: 2N6472 
Notes:  
Polarity: NPN 
Power Dissipation: 71 
VCBO: 80 



VCER:  
ICBO:  
ICBO ua:  
hFE: 20 
hFE A: 5.0 
VCE:  
VBE:  
IC A:  
COB:  
fT: 5.0 
Case Style: TO-204AA/TO-3 
Industry Type: 2N6472  
  
 
STI Type: SF5725 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 20 
RDS(on) Ohm: .35 
Trans Conductance Mhos: 11 
Trans Conductance A: .50 
Gate Threshold min: 2.0 @ 4.0mA 
Gate Threshold max: 4.5 @ 4.0mA 
Resistance Switching ton: 40 
Resistance Switching toff: 90 
Resistance Switching ID: .50 
Case Style: TO-247 
Polarity:  
Industry Type: IXFH20N60  
 
STI Type: SE9305 
Notes:  
Polarity: NPN 
Power Dissipation: 100 
Tj:  
VCBO: 100 
VCEO: 100 
hFE min: 1000 
hFE max:  
hFE A: 7.5 
VCE: 2.5 
VCE A: 7.5 
hfe:  
fT: 1.0 
Case Style: TO-204AA/TO-3 
: Darlington 
Industry Type: SE9305  
  
 
STI Type: SF5725A 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 20 
RDS(on) Ohm: 0.35 
Trans Conductance Mhos: 11 
Trans Conductance A: 0.5 
Gate Threshold min: 2.0 @ 4.0mA 
Gate Threshold max: 4.5 
Resistance Switching ton: 40 
Resistance Switching toff: 90 
Resistance Switching ID: 0.5 
Case Style: TO-247 
Polarity:  
Industry Type: IXFH20N60A  
 
STI Type: SK3049 
Notes:  
Polarity: NPN 
Power Dissipation: 10 
Tj:  
VCBO:  



VCEO: 30 
hFE min:  
hFE max:  
hFE A:  
VCE:  
VCE A:  
hfe:  
fT:  
Case Style: TO-205AD/TO-39:  
Industry Type: SK3049  
  
 
STI Type: SK3024 
Notes:  
Polarity: NPN 
Power Dissipation: 5.0 
Tj:  
VCBO:  
VCEO: 90 
hFE min:  
hFE max:  
hFE A:  
VCE:  
VCE A:  
hfe:  
fT:  
Case Style: TO-205AD/TO-39:  
Industry Type: SK3024  
  
 
STI Type: SK3115 
Notes:  
Polarity: NPN 
Power Dissipation: 50 
Tj:  
VCBO:  
VCEO: 600 
hFE min:  
hFE max:  
hFE A:  
VCE:  
VCE A:  
hfe:  
fT:  
Case Style: TO-204AA:  
Industry Type: SK3115  
  
 
STI Type: SK3619 
Notes: *BVCBO 
Polarity: NPN 
Power Dissipation: 140 
Tj: 200 
VCEV: 150* 
VCEO: 120 
hFE min: 80 
hFE max:  
hFE A: 10 
VCE:  
VCE A:  
fT: 50 
Case Style: TO-204AA/TO-3 
Industry Type: SK3619  
 
STI Type: SK3260 
Notes:  
Polarity: NPN 
Power Dissipation: 150 
Tj:  
VCEV:  
VCEO: 140 



hFE min: 70 
hFE max:  
hFE A: 1.5 
VCE:  
VCE A:  
fT: 1.5 
Case Style: TO-204AA/TO-3 
Industry Type: SK3260  
 
STI Type: SK9115 
Notes:  
Polarity: PNP 
Power Dissipation: 2.0 
Tj: 200 
VCBO: 60 
VCEO: 60 
hFE min: 50 
hFE max:  
hFE A: 150 
VCE:  
VCE A:  
hfe:  
fT: 50 
Case Style: TO-78:  
Industry Type: SK9115  
  
 
STI Type: SPA04N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 4.5 
RDS(on) Ohm: 0.95 
Trans Conductance Mhos: 4.4 Typ 
Trans Conductance A: 2.8 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 70 Typ 
Resistance Switching ID: 4.5 
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA04N50C3  
 
STI Type: 2N6473 
Notes:  
Polarity: NPN 
Power Dissipation: 40 
VCEV: 110 
VCEO: 100 
ICEV: 100 
ICEV A: .10 
hFE: 15 
hFE A: 4.0 
VCE: 1.2 
VBE: 2.0 
IC: 1.5 
COB: 250 
fT: 4.0 
Case Style: TO-220AB/TO-220:  
Industry Type: 2N6473  
  
 
STI Type: SK9509 
Notes:  
Breakdown Voltage: 450 
Continuous Current: 6 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos: 2.0 
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  



Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SK9509  
 
STI Type: SPA04N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 4.5 
RDS(on) Ohm: 0.95 
Trans Conductance Mhos: 4.4 Typ 
Trans Conductance A: 2.8 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 80 
Resistance Switching ID: 4.5 
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA04N60C3  
 
STI Type: SPA06N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA06N80C3  
 
STI Type: SPA04N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA04N80C3  
 
STI Type: SPA07N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA07N60C3  
 



STI Type: SPA08N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA08N80C3  
 
STI Type: SPA08N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA08N50C3  
 
STI Type: SPA11N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA11N60C3  
 
STI Type: SPA12N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA12N50C3  
 
STI Type: SPA11N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  



Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA11N80C3  
 
STI Type: 2N6474 
Notes:  
Polarity: NPN 
Power Dissipation: 40 
VCEV: 130 
VCEO: 120 
ICEV: 120 
ICEV A: .10 
hFE: 15 
hFE A: 4.0 
VCE: 1.2 
VBE: 2.0 
IC: 1.5 
COB: 250 
fT: 4.0 
Case Style: TO-220AB/TO-220:  
Industry Type: 2N6474  
  
 
STI Type: SPA16N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA16N50C3  
 
STI Type: SPA20N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA20N60C3  
 
STI Type: SPA17N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  



Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA17N80C3  
 
STI Type: SPA21N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current:  
RDS(on) Ohm:  
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-220 ISO 
Polarity:  
Industry Type: SPA21N50C3  
 
STI Type: SPI07N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 7.3 
RDS(on) Ohm: 0.6 
Trans Conductance Mhos: 6.0 Typ 
Trans Conductance A: 4.6 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 60 Typ 
Resistance Switching ID: 7.3 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI07N60C3  
 
STI Type: SPI06N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 16 
RDS(on) Ohm: 0.28 
Trans Conductance Mhos: 14 Typ 
Trans Conductance A: 10 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 50 Typ 
Resistance Switching ID: 16 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI06N50C3  
 
STI Type: SPI08N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 7.6 
RDS(on) Ohm: 0.6 
Trans Conductance Mhos: 6.0 Typ 
Trans Conductance A: 4.6 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 60 Typ 
Resistance Switching ID: 7.6 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI08N50C3  
 
STI Type: SPI11N60C3 
Notes:  



Breakdown Voltage: 650 
Continuous Current: 11 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 8.3 Typ 
Trans Conductance A: 7.0 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 44 Typ 
Resistance Switching ID: 11 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI11N60C3  
 
STI Type: SPI08N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 8 
RDS(on) Ohm: 0.65 
Trans Conductance Mhos: 5.5 Typ 
Trans Conductance A: 5.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 65 Typ 
Resistance Switching ID: 8.0 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI08N80C3  
 
STI Type: SPI12N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 11.6 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 8.0 Typ 
Trans Conductance A: 7.0 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 45 Typ 
Resistance Switching ID: 11.6 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI12N50C3  
 
STI Type: 2N6475 
Notes:  
Polarity: PNP 
Power Dissipation: 40 
VCEV: 110 
VCEO: 100 
ICEV: 100 
ICEV A: .10 
hFE: 15 
hFE A: 4.0 
VCE: 1.2 
VBE: 2.0 
IC: 1.5 
COB: 250 
fT: 10 
Case Style: TO-220AB/TO-220:  
Industry Type: 2N6475  
  
 
STI Type: SPI20N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 20.7 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 17.5 Typ 



Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 67 Typ 
Resistance Switching ID: 20.7 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI20N60C3  
 
STI Type: SPI21N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 21 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 18 Typ 
Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 67 Typ 
Resistance Switching ID: 21 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SPI21N50C3  
 
STI Type: SPP02N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 1.8 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos: 1.75 Typ 
Trans Conductance A: 1.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 68 Typ 
Resistance Switching ID: 1.8 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP02N60C3  
 
STI Type: SPP03N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 3.2 
RDS(on) Ohm: 1.4 
Trans Conductance Mhos: 3.4 Typ 
Trans Conductance A: 2.0 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 7.0 Typ 
Resistance Switching toff: 64 Typ 
Resistance Switching ID: 3.2 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP03N60C3  
 
STI Type: SPP02N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 2 
RDS(on) Ohm: 2.7 
Trans Conductance Mhos: 1.5 Typ 
Trans Conductance A: 1.2 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 75 
Resistance Switching ID: 2.0 
Case Style: TO-220AB/TO-220 Fet 



Polarity:  
Industry Type: SPP02N80C3  
 
STI Type: SPP03N60S5 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 3.2 
RDS(on) Ohm: 1.4 
Trans Conductance Mhos: 1.8 Typ 
Trans Conductance A: 2.0 
Gate Threshold min: 3.5 
Gate Threshold max: 5.5 
Resistance Switching ton: 35 Typ 
Resistance Switching toff: 80 
Resistance Switching ID: 3.2 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP03N60S5  
 
STI Type: SPP04N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 4.5 
RDS(on) Ohm: 0.95 
Trans Conductance Mhos: 4.4 Typ 
Trans Conductance A: 2.8 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 80 
Resistance Switching ID: 4.5 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP04N60C3  
 
STI Type: SPP04N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 4.5 
RDS(on) Ohm: 0.95 
Trans Conductance Mhos: 4.4 Typ 
Trans Conductance A: 2.8 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 70 Typ 
Resistance Switching ID: 4.5 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP04N50C3  
 
STI Type: SPP04N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 4 
RDS(on) Ohm: 1.3 
Trans Conductance Mhos: 3.0 Typ 
Trans Conductance A: 2.5 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 75 
Resistance Switching ID: 4.0 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP04N80C3  
 
STI Type: SPP06N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 6 



RDS(on) Ohm: 0.9 
Trans Conductance Mhos: 4.0 
Trans Conductance A: 3.8 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 75 
Resistance Switching ID: 6.0 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP06N80C3  
 
STI Type: 2N6476 
Notes:  
Polarity: PNP 
Power Dissipation: 40 
VCEV: 130 
VCEO: 120 
ICEV: 120 
ICEV A: .10 
hFE: 15 
hFE A: 4.0 
VCE: 1.2 
VBE: 2.0 
IC: 1.5 
COB: 250 
fT: 10 
Case Style: TO-220AB/TO-220:  
Industry Type: 2N6476  
  
 
STI Type: SPP06N60C3 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 6.2 
RDS(on) Ohm: 0.75 
Trans Conductance Mhos: 5.6 
Trans Conductance A: 3.9 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 7.0 
Resistance Switching toff: 52 
Resistance Switching ID: 6.2 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: SPP06N60C3  
 
STI Type: SPP07N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 7.3 
RDS(on) Ohm: 0.6 
Trans Conductance Mhos: 6.0 Typ 
Trans Conductance A: 4.6 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 100 
Resistance Switching ID: 7.3 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP07N60C3  
 
STI Type: SPP07N65C3 
Notes:  
Breakdown Voltage: 730 
Continuous Current: 7.3 
RDS(on) Ohm: 0.6 
Trans Conductance Mhos: 6 
Trans Conductance A: 4.6 
Gate Threshold min: 2.1 



Gate Threshold max: 3.9 
Resistance Switching ton: 6 TYP 
Resistance Switching toff: 60 TYP 
Resistance Switching ID: 7.3 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP07N65C3  
 
STI Type: SPP07N60S5 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 7.3 
RDS(on) Ohm: 0.6 
Trans Conductance Mhos: 4.0 Typ 
Trans Conductance A: 4.6 
Gate Threshold min: 3.5 
Gate Threshold max: 5.5 
Resistance Switching ton: 120 Typ 
Resistance Switching toff: 255 
Resistance Switching ID: 7.3 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP07N60S5  
 
STI Type: SPP08N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 7.6 
RDS(on) Ohm: 0.6 
Trans Conductance Mhos: 6.0 Typ 
Trans Conductance A: 4.6 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 6.0 Typ 
Resistance Switching toff: 60 Typ 
Resistance Switching ID: 7.6 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP08N50C3  
 
STI Type: SPP11N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 11 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 8.3 Typ 
Trans Conductance A: 7.0 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 70 
Resistance Switching ID: 11 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP11N60C3  
 
STI Type: SPP08N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 8 
RDS(on) Ohm: 0.65 
Trans Conductance Mhos: 5.5 Typ 
Trans Conductance A: 5.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 75 
Resistance Switching ID: 8.0 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP08N80C3  



 
STI Type: SPP11N60S5 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 11 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 6.0 Typ 
Trans Conductance A: 7.0 
Gate Threshold min: 3.5 
Gate Threshold max: 5.5 
Resistance Switching ton: 130 Typ 
Resistance Switching toff: 225 
Resistance Switching ID: 11 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP11N60S5  
 
STI Type: SPP11N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 11 
RDS(on) Ohm: 0.45 
Trans Conductance Mhos: 7.5 Typ 
Trans Conductance A: 7.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 82 
Resistance Switching ID: 11 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP11N80C3  
 
STI Type: SPP11N65C3 
Notes:  
Breakdown Voltage: 820 
Continuous Current: 11 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 8.3 TYP 
Trans Conductance A: 7 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 TYP 
Resistance Switching toff: 44 TYP 
Resistance Switching ID: 11 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP11N65C3  
 
STI Type: 2N3350DIE 
Industry Type: 2C3350 
V CEO: 45 
ICBO ICEX:  
h FE: 100 
IC: .01 
V CE:  
Case Style:  
 
STI Type: 2N6466 
Notes:  
Polarity: NPN 
Power Dissipation: 40 
VCBO: 120 
VCER:  
ICBO: 120 
ICBO ua: 100 
hFE: 15 
hFE A: 1.5 
VCE: 1.2 
VBE: 2.0 
IC A: 1.5 



COB:  
fT: 5.0 
Case Style: TO-213AA/TO-66 
Industry Type: 2N6466  
  
 
STI Type: SPP12N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 11.6 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 8.0 Typ 
Trans Conductance A: 7.0 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 45 Typ 
Resistance Switching ID: 11.6 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP12N50C3  
 
STI Type: SPP16N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 16 
RDS(on) Ohm: 0.28 
Trans Conductance Mhos: 14 Typ 
Trans Conductance A: 10 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 50 Typ 
Resistance Switching ID: 16 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP16N50C3  
 
STI Type: SPP15N65C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 15 
RDS(on) Ohm: 0.28 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 32 
Resistance Switching toff: 70 
Resistance Switching ID: 15A 
Case Style: TO-220AB/TO-220 
Polarity:  
Industry Type: SPP15N65C3  
 
STI Type: SPP17N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 17 
RDS(on) Ohm: 0.29 
Trans Conductance Mhos: 15 Typ 
Trans Conductance A: 11 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 82 
Resistance Switching ID: 17 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP17N80C3  
 
STI Type: SPP20N60C3 



Notes:  
Breakdown Voltage: 650 
Continuous Current: 20.7 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 17.5 Typ 
Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 100 
Resistance Switching ID: 20.7 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP20N60C3  
 
STI Type: SPP20N65C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 20.7 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 17.5 TYPE 
Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 TYP 
Resistance Switching toff: 67 TYP 
Resistance Switching ID: 20.7 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP20N65C3  
 
STI Type: SPP20N60S5 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 20 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 12 Typ 
Trans Conductance A: 13 
Gate Threshold min: 3.5 
Gate Threshold max: 5.5 
Resistance Switching ton: 120 Typ 
Resistance Switching toff: 210 
Resistance Switching ID: 20 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP20N60S5  
 
STI Type: SPP21N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 21 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 18 Typ 
Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 67 Typ 
Resistance Switching ID: 21 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP21N50C3  
 
STI Type: SPW11N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 11 
RDS(on) Ohm: 0.45 
Trans Conductance Mhos: 7.5 Typ 
Trans Conductance A: 7.1 
Gate Threshold min: 2.1 



Gate Threshold max: 3.9 
Resistance Switching ton: 25 Typ 
Resistance Switching toff: 82 
Resistance Switching ID: 11 
Case Style: TO-247 
Polarity:  
Industry Type: SPW11N80C3  
 
STI Type: SPP24N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 24.3 
RDS(on) Ohm: 0.16 
Trans Conductance Mhos: 21.5 
Trans Conductance A: 15.4 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 13 TYP 
Resistance Switching toff: 140 TYP 
Resistance Switching ID: 24.3 
Case Style: TO-220AB/TO-220 Fet 
Polarity:  
Industry Type: SPP24N60C3  
 
STI Type: 2N6477 
Notes: *BVCBO 
Polarity: NPN 
Power Dissipation: 20 
Tj: 200 
VCEV: 140* 
VCEO: 120 
hFE min: 25 
hFE max: 150 
hFE A: 1.0 
VCE: 1.0 
VCE A: 1.0 
fT: .20 
Case Style: TO-220AB/TO-220 
Industry Type: 2N6477  
 
STI Type: SPW12N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 11.6 
RDS(on) Ohm: 0.38 
Trans Conductance Mhos: 8.0 Typ 
Trans Conductance A: 7.0 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 45 Typ 
Resistance Switching ID: 11.6 
Case Style: TO-247 
Polarity:  
Industry Type: SPW12N50C3  
 
STI Type: SPW17N80C3 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 17 
RDS(on) Ohm: 0.29 
Trans Conductance Mhos: 15 TYP 
Trans Conductance A: 11 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 25 tYP 
Resistance Switching toff: 82 
Resistance Switching ID: 17 
Case Style: TO-247 
Polarity:  
Industry Type: SPW17N80C3  



 
STI Type: SPW16N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 16 
RDS(on) Ohm: 0.28 
Trans Conductance Mhos: 14 Typ 
Trans Conductance A: 10 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 50 Typ 
Resistance Switching ID: 16 
Case Style: TO-247 
Polarity:  
Industry Type: SPW16N50C3  
 
STI Type: SPW20N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 20.7 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 17.5 Typ 
Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 100 
Resistance Switching ID: 20.7 
Case Style: TO-247 
Polarity:  
Industry Type: SPW20N60C3  
 
STI Type: SPW47N60C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 47 
RDS(on) Ohm: 0.07 
Trans Conductance Mhos: 40 Typ 
Trans Conductance A: 30 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 18 Typ 
Resistance Switching toff: 165 
Resistance Switching ID: 47 
Case Style: TO-247 
Polarity:  
Industry Type: SPW47N60C3  
 
STI Type: SPW21N50C3 
Notes:  
Breakdown Voltage: 560 
Continuous Current: 21 
RDS(on) Ohm: 0.19 
Trans Conductance Mhos: 18 Typ 
Trans Conductance A: 13.1 
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 10 Typ 
Resistance Switching toff: 67 Typ 
Resistance Switching ID: 21 
Case Style: TO-247 
Polarity:  
Industry Type: SPW21N50C3  
 
STI Type: SPW47N65C3 
Notes:  
Breakdown Voltage: 650 
Continuous Current: 47 
RDS(on) Ohm: 0.07 
Trans Conductance Mhos:  



Trans Conductance A:  
Gate Threshold min: 2.1 
Gate Threshold max: 3.9 
Resistance Switching ton: 100 Typ 
Resistance Switching toff: 210 Typ 
Resistance Switching ID: 47 
Case Style: TO-247 
Polarity:  
Industry Type: SPW47N65C3  
 
STI Type: SSF10N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 6.5 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF10N90A  
 
STI Type: SSF10N80A 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 6.5 
RDS(on) Ohm: 950m 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF10N80A  
 
STI Type: SSF4N80AS 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 3.5 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF4N80AS  
 
STI Type: 2N6478 
Notes: *BVCBO 
Polarity: NPN 
Power Dissipation: 20 
Tj: 200 
VCEV: 160* 
VCEO: 140 
hFE min: 25 
hFE max: 150 
hFE A: 1.0 
VCE: 1.0 
VCE A: 1.0 
fT: .20 



Case Style: TO-220AB/TO-220 
Industry Type: 2N6478  
 
STI Type: SSF5N80A 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 4 
RDS(on) Ohm: 2.2 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF5N80A  
 
STI Type: SSF4N90AS 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 3.5 
RDS(on) Ohm: 3.7 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF4N90AS  
 
STI Type: SSF5N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 4 
RDS(on) Ohm: 2.9 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF5N90A  
 
STI Type: SSF6N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 4.5 
RDS(on) Ohm: 2.3 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF6N90A  
 
STI Type: SSF6N80A 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 4.5 



RDS(on) Ohm: 850m 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF6N80A  
 
STI Type: SSF7N80A 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 5 
RDS(on) Ohm: 850m 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF7N80A  
 
STI Type: SSF8N80A 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 5.5 
RDS(on) Ohm: 1.5 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF8N80A  
 
STI Type: SSF7N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 5 
RDS(on) Ohm: 1.8 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF7N90A  
 
STI Type: SSF8N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 5.5 
RDS(on) Ohm: 1.6 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  



Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF8N90A  
 
STI Type: SSF9N90A 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 6 
RDS(on) Ohm: 1.4 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF9N90A  
 
STI Type: 2N6486 
Notes: *BVCBO 
Polarity: NPN 
Power Dissipation: 30 
Tj: 150 
VCEV: 50* 
VCEO: 40 
hFE min: 20 
hFE max: 150 
hFE A: 5.0 
VCE: 1.3 
VCE A: 5.0 
fT: 5.0 
Case Style: TO-220AB/TO-220 
Industry Type: 2N6486  
 
STI Type: SSF9N80A 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 6 
RDS(on) Ohm: 1.3 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSF9N80A  
 
STI Type: SSH11N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 11 
RDS(on) Ohm: 1.1 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH11N90  
 
STI Type: SSH12N80 
Notes:  



Breakdown Voltage: 800 
Continuous Current: 12 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH12N80  
 
STI Type: SSH3N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 3 
RDS(on) Ohm: 4.5 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH3N90  
 
STI Type: SSH4N80 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 4 
RDS(on) Ohm: 3.5 
Trans Conductance Mhos: 2.5 
Trans Conductance A: 2.0 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH4N80  
 
STI Type: SSH4N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 4 
RDS(on) Ohm: 3.0 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH4N90  
 
STI Type: SSH5N80 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 5 
RDS(on) Ohm: 2.5 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  



Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH5N80  
 
STI Type: SSH10N80 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 10 
RDS(on) Ohm: 1.2 
Trans Conductance Mhos: 7.0 
Trans Conductance A: 5.0 
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH10N80  
 
STI Type: SSH6N80 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 6 
RDS(on) Ohm: 1.9 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH6N80  
 
STI Type: SSH5N90 
Notes:  
Breakdown Voltage: 900 
Continuous Current: 5 
RDS(on) Ohm: 2.5 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH5N90  
 
STI Type: 2N6487 
Notes: *BVCBO 
Polarity: NPN 
Power Dissipation: 30 
Tj: 150 
VCEV: 70* 
VCEO: 60 
hFE min: 20 
hFE max: 150 
hFE A: 5.0 
VCE: 1.3 
VCE A: 5.0 
fT: 5.0 
Case Style: TO-220AB/TO-220 
Industry Type: 2N6487  
 



STI Type: SSI2N60B 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 2 
RDS(on) Ohm: 5.0 
Trans Conductance Mhos: 2.05 Typ 
Trans Conductance A: 1.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 40 
Resistance Switching toff: 90 
Resistance Switching ID: 2.0 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SSI2N60B  
 
STI Type: SSI4N60B 
Notes:  
Breakdown Voltage: 600 
Continuous Current: 4 
RDS(on) Ohm: 2.5 
Trans Conductance Mhos: 4.7 Typ 
Trans Conductance A: 2.0 
Gate Threshold min: 2.0 
Gate Threshold max: 4.0 
Resistance Switching ton: 50 
Resistance Switching toff: 150 
Resistance Switching ID: 4.0 
Case Style: TO-262/I-2 PAK 
Polarity:  
Industry Type: SSI4N60B  
 
STI Type: SSH8N80 
Notes:  
Breakdown Voltage: 800 
Continuous Current: 8 
RDS(on) Ohm: 1.4 
Trans Conductance Mhos:  
Trans Conductance A:  
Gate Threshold min:  
Gate Threshold max:  
Resistance Switching ton:  
Resistance Switching toff:  
Resistance Switching ID:  
Case Style: TO-247 
Polarity:  
Industry Type: SSH8N80  
 


