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Matzrials:
Insulator Material:
Black i.iquid Crystal
Conta:t Material:
Tiger E:ye= BeCu

SPECIFICATIONS

b\

Polymer

Tiger Eye LITE= Phosphor

Bronze
Current Rating:
2A @ 30°C ambient

Opera ing Temp Range:

-65°C "0 +125°C
Plating:

15 m€2 max
Insertion Depth:
120" (3,05mm) to
160" (1,06mm)
Inserti an Force:

LITE= 1.00z (1,11N)

.080" (wwz2g'))

Normal Force:

Withdrawal Force:

LITE= 250z (0,69N)

Au over 50p" (1,27um) Ni
Contact Resistance:

Standard= 5.00z (1,39N) avg;

avyg.

LIF=2.J0z (0,56N) avg.

Standard= 70g (0,69N) avg:
LIF= 4(:g (0,39N) avg.

Standa-d= 4.00z (1,11N) avg;

avg.

LIF=1.50z (0,42N) avg.

Max Cycles:
Tiger E ye= 100 with
(0,25ur) Au

101"

Note: Some sizes, styles and

options are non-stan
non-retiirnable.

Processing:

dard,

Max Processing Temp:
230°C far 60 seconds

SMT Lead Coplanari

.006" (0,15mm) max
.004" (0,10mm) max

Suggested PCB Lay:

ty:
(30-50)
(05-25)
outs:

Your spacific layout may vary
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SFM-110~02-8-D-A

(1,27mm x 1,27m
.050" x .050"
micro pitch

Mates with:
TFM, FTS (LIF), FW (LIF),
FTSH (LiF)

Lower cost Phosphor
Bronze contact for

applications where B Slotted SMT tails
Beryllium Copper is 1
not needed. : L : Choice of alj gntmnf pin

or locking clip options

LEAD PLATING
STYLE OPTION

NO. PINS
—:
-02

= Tiger Eye = Alignment Pin
05, 10; 151 201 257 Contact =30U" (0,76um) Gold contact (Metal or plastic at
30, 35, 40, 45, 50 | 15041 (3,81um) Tin tait Samtec discretion)

_L2 ) ) (N/A with -LC)
= SFM Series HE L 4

(Call Samtec for other sizes) = Low . . . -LC
See SFMC Series for more sizes j Insertion F (1.27 ) ‘
Force : = Locking Clip
Tiger Eye L b (N/A with ~A)
Contact VE .
-K

-T2 2297 (Best Cost Option)
£ = Tiger Eye - s : = (4,00mm) .157"
B LITE Contact i DIA Polyamide film
y Pick & Place Pad

= Plastic Pick &
Place Pad

-TR

= Tape & Reel
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Dug to technical progress, all designs, spectfications and components are subject to change without notice.



