F-209-1

ZSS-110-03-L-D-0715

J‘N’il

HTSS-117-01-L-DV

SHROUDED HEADER 52 3tstaes "
ZSS, ZST SERIES

{niféf \,Tvistﬁi w8 TYPE NO. PINS LEAD PLATING ROW =10]0)'%

SSW. S5Q ESW, ESQ, STRIP PER ROW STYLE il OPTION [l OPTION Jall HEIGHT

TST, HTST, ZST
Mates with:

IDSD
Specify “LEAD STYLE”
SPECIFICATIONS =Top Shrouded from chart Double Rt;vl':l')hrough hole
Connector Strip = -
For complete specifications LEAD STr?R%réIIT ZTI%SA%T:.IT (Lead style —01,-02 & —03 only or
see www.tsamtec.ggrg_’l?_TSS, STYLE|TAIL LENGTH | TAIL LENGTH l]:l] BODY HEIGHT must be specified)
www.samtec.com? 8 (A) (A) L
www.samtec.com?HTSS, =Top Shrouded T
www.samtec.comZHTST, Cable Strip -01 | (292).115 (3:30) .130 A (2,50 _DV
www.samtec.com?ZSS or —02 | @419).165 @57 .80 | 4 U (%85 = Double Row Surface Mount
www.samtec.com?ZST JE [y (Lead style —01 only)
HTSS —03 | (14,35) 565 | (14,73) 580
Insulator Material: . : — -D (HTSS, HTST only)
Black Glass A T= H'Sg: Ten:;p d (2,54) o
Filled Polyester FILENO. E1T1594 op Shroude _ a5 B~ N
(TSS, TST, ZSS, ZST) Connector Strip WY miwin D RA
Natural PCT (HTSS, HTST) (%gg) / (5,08) = Double Row Right Angle
Insulation Resistance: HTST & v 7 ~020 (Lead style —04 & —05 only)
5000 MQ min L (ZSS, ZST N/A)
Terminal Material: = High Temp '-='
Phosphor Bronze Top Shrouded xy
Plating: Cable Strip L oorA
Au or Sn over 2SS/ZST -
50p" (1,27um) Ni TSS/TST/
Current Rating: ZSS S"f\ﬁ_% oL\llalilF(‘;I'\r%-IL LEAD HTSS/HTST -— “XXXX”
?C’)':erating Temp Range: Sl (©) STYLE ?ﬁﬂéﬁgﬂi zs; i“‘s"#;eght ,
-55°C to +125°C with Gold Connector Strip —01 [ (16.00) 630 ®) i ~Donly)
-55°C to +105°C with Tin —04 | (3,30).130
Flamability Rating: ZST 02 | (18.,54) 730 —05 | (5,84).230 \ STVLE Mﬁ)éigg'lp Y
\lljvlitzi:ggding Voltage: Rovetod —08 | 21.09).899 (62,2(5)) ] ST;:E 540 (13,72)
RoHS Compliant: —05 |(26,16) 1.030 ty A Body : ’
Height —03 | .740 (18,80)
ves . 06 |(28.70) 1130 elg Gzl 03 | Teotieso)
Processing: 07 |@129) 1230 25 R
Max Processing Temp: a z - ’ .
HTSS & HTOT ognly: P —08 |(33,78)1.330 ‘ il “H —06 |1.040 (26,42)
230°C for 60 seconds, or —09 [(36,32) 1.430 ? —07 |1.140 (28,96)
260°C for 20 seconds 3x —08 | 1.240 (31,50)
Lead Free Selderable: 09 [1.36 408
Wave Only’(TSS, TST, For boardhstacking ct;eigr}]'t ggc\;v.oss" (2,16mm)
ZSS, ZST) when mated witl series.
SMT Lead Coplanarity: 051 075 085 105 125 131 155 175 205 255 323 36 - 78T-1XX-01-X-X- i
m Example: ZST-1XX-01-X-X-465 mated with
(0,15mm) .006" (Call Samtec for other sizes.) SSW = (13,97mm) .550" board space

APPLICATION v 035
SPECIFIC OPTION s | X | .o'Is
I~ |
100 02 — '
e Alignment Pins e H= 1 -L
. —® B B E B @ B B B B B B 6,35) ( = "
« Single Row T _oesmmEenEe e (250) 83?8) 10p (O,Zihj:t'lt)e(_;r?rl‘dozr;;?ntact area,
. ;o::knpg (Ij.eads — » T B
® FPolarize — "% TYPE —
= A STRIP X Y "
Call Samtec. V (8.89) =10p" (0,25um) Gold on contact area,
n 350 [HTSS (2k5ﬁ)c)-:)?0 (ZXSQL'L?O Gold flash on balance
T’ T TSS | positions | Positions (Not available on -DV)
o TGRS |22
015 HTST/| (@54-100 | (2,54).100
%L« (0,64) .025 SQ TYP TST ;( No. of F>’< No. of = Matte Tin
. ositions ositions
B options ard aon-tandard, IESOIET A ZST |+(508)200 |+ (762) 300

Note: Other Gold plating options available.
Contact Samtec.

Due to technical progress, all designs, specifications and components are subject to change without notice.
WWW.SAMTEC.COM
SAMTEC USA - Tel: 1-800-SAMTEC-9 or 812-944-6733 « Fax: 812-948-5047  SAMTEC SILICON VALLEY - Tel: 408-395-5900 « Fax: 408-395-1520  SAMTEC UK « Tel: 44 01236 739292 « Fax: 44 01236 727113
SAMTEC GERMANY - Tel: +49 (0) 89 /89460-0  Fax: +49 (0) 89/89460-299 SAMTEC FRANCE - Tel: 33 01 60 95 06 60 « Fax: 33 01 60 9506 61  SAMTEC ITALY « Tel: 39 039 6890337 « Fax: 39 039 6890315
SAMTEC NORDIC/BALTIC - Tel: +46-84477280 « Fax: +46-87420413  SAMTEC ISRAEL - Tel: 972-3-7526600 * Fax: 972-3-7526690 SAMTEC INDIA - Tel: +91-80-3272 1612 « Fax: +91-80-4152 8187
SAMTEC ASIA PACIFIC + Tel: 65 6745-5955 « Fax: 65 6841-1502  SAMTEC JAPAN - Tel: 045-475-1385 « Fax: 045-475-1340  SAMTEC CHINA - Tel: 86-21-61103766 « Fax: 86-21-5423 4575 SAMTEC TAIWAN - Tel: 886-2-2735-6109 « Fax: 886-2-2735-5036
SAMTEC HONG KONG - Tel: 852-26904858 « Fax: 852-26904842 SAMTEC KOREA « Tel: 82-31-717-5685 « Fax: 82-31-717-5681 SAMTEC SOUTH AFRICA - Tel: 27 11 452 8112 « Fax: 27 86 6714432  SAMTEC ANZ « Tel: 613 9512 7747 » Fax: 613 9512 7745

non-returnable. ZSS, ZST are
non-standard, non-returnable.



