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68

LED Bulb Replacement Multi-Chip LED

Bipolarity T1¾ Midget Flanged Cap

Features
Replaces unreliable filament bulbs;

Dual polarity D.C. or A.C. operation;

High thermal conductivity potting.

Ordering Information and Technical Characteristics (Ta = 25°C)

Customer specials available on request.

Ordering 
Information

Colour
Lens
Type

Forward 
Voltage

Current 
(mA)

Luminous 
Intensity

Reverse 
Voltage

Viewing 
Angle

Operating 
Temp

Storage 
Temp

ELED/1750/DMC/12/AL AlGaAsRed

LED

Lens

12 20 70 5

120°

-40

to

+70

-40

to

+70

ELED/1750/DMC/12/RD Red 12 20 40 5

ELED/1750/DMC/12/AR Amber 12 20 30 5

ELED/1750/DMC/12/YW Yellow 12 20 40 5

ELED/1750/DMC/12/GN Green 12 20 70 5

ELED/1750/DMC/12/EG Emerald 
Green

12 20 30 5

ELED/1750/DMC/24/AL AlGaAsRed 24 20 70 5

ELED/1750/DMC/24/RD Red 24 20 40 5

ELED/1750/DMC/24/AR Amber 24 20 30 5

ELED/1750/DMC/24/YW Yellow 24 20 40 5

ELED/1750/DMC/24/GN Green 24 20 70 5

ELED/1750/DMC/24/EG Emerald 
Green

24 20 30 5

ELED/1750/DMC/28/AL AlGaAsRed 28 20 70 5

ELED/1750/DMC/28/RD Red 28 20 40 5

ELED/1750/DMC/28/AR Amber 28 20 30 5

ELED/1750/DMC/28/YW Yellow 28 20 40 5

ELED/1750/DMC/28/GN Green 28 20 40 5

ELED/1750/DMC/28/EG Emerald 
Green

28 20 30 5

V mA mcd V °C °C

Mean time before failure 90,000 hrs

Two grooves in spacer
denotes dual polarity
version

Aodised Aluminium
Spacer

Spacer is colour coded
(see chart)
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2.23mm
(0.088")

O6.35 mm
(0.25") max

O7.23 mm
(0.285")

Alumina
base

ELED/1750/DMC/-

Type No. - ELED/1750/-
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