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ZT3220E/3221E/3222E/3223E/3232E/3243E 3V RS232 Transceiver
Part Number Cross Reference Guide

 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 16-SSOP 16-wSOIC 16-TSSOP - 16-SSOP 16-wSOIC 16-TSSOP -
  Zywyn ZT3220E ZT3220ECA ZT3220ECT ZT3220ECY - ZT3220EEA ZT3220EET ZT3220EEY -
  Sipex SP3220E SP3220ECA - SP3220ECY - SP3220EEA - SP3220EEY -

  Sipex SP3220EB SP3220EBCA SP3220EBCT SP3220EBCY - SP3220EBEA SP3220EBET SP3220EBEY -

 - - - - - - - - - -

 - - - - - - - - - -

 - - - - - - - - - -

 - - - - - - - - - -

ZT3220E 1D/1R 3V~5V RS232 Shutdown Cross

 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 20-SSOP 18-wSOIC 20-TSSOP - 20-SSOP 18-wSOIC 20-TSSOP -
  Zywyn ZT3222E ZT3222ECA ZT3222ECT ZT3222ECY - ZT3222EEA ZT3222EET ZT3222EEY -
 Analog ADM3222 - - - - ADM3222ARS ADM3222ARW ADM3222ARU -

 Intersil ICL3222E ICL3222ECA ICL3222ECB ICL3222ECV - ICL3222EIA ICL3222EIB ICL3222EIV -

 Maxim MAX3222E MAX3222ECAP MAX3222ECWN MAX3222ECUP - MAX3222EEAP MAX3222EEWN MAX3232EEUP -

 Sipex SP3222E SP3222EBCA SP3222EBCT SP3222EBCY - SP3222EEA SP3222EBET SP3222EBEY -

 ST ST3222E ST3222ECP ST3222ECD ST3222ECT - ST3222EBP ST3222EBD ST3222EBT -

 TI MAX3222 MAX3222CDB MAX3222CDW MAX3222CPW - MAX3222IDB MAX3222IDW MAX3222IPW -

ZT3222E 2D/2R 3V~5V RS232 Shutdown Cross

 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 16-SSOP 16-TSSOP - - 16-SSOP 16-TSSOP - -
  Zywyn ZT3221E ZT3221ECA ZT3221ECY - - ZT3221EEA ZT3221EEY - -
 Intersil ICL3221 ICL3221CA - - - ICL3221IA - - -

 Intersil ICL3221E ICL3221ECA ICL3221ECV - - ICL3221EIA ICL3221EIV - -

 Maxim MAX3221E MAX3221ECAE - - - MAX3221EEAE - - -

 TI MAX3221 MAX3221CDB MAX3221CPW - - MAX3221IDB MAX3221IPW - -

 - - - - - - - - - -

 - - - - - - - - - -

ZT3221E 1D/1R 3V~5V RS232 Shutdown and AutoGreen Cross

 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 20-SSOP 20-TSSOP - - 20-SSOP 20-TSSOP - -
  Zywyn ZT3223E ZT3223ECA ZT3232ECY - - ZT3223EEA ZT3223EEV - -
 Intersil ICL3223E ICL3223ECA ICL3223ECV - - ICL3223EIA ICL3223EIY - -

 Maxim MAX3223E MAX3223ECAP MAX3223ECUP - - MAX3223EEAP MAX3223EEUP - -

 Sipex SP3223E SP3223EBCA SP3223EBCY - - SP3223EBEA SP3223EBEY - -

 TI MAX3223 MAX3223CDB MAX3223CPW - - MAX3223IDB MAX3223IPW - -

 - - - - - - - - - -

 - - - - - - - - - -

ZT3223E 2D/2R 3V~5V RS232 Shutdown and AutoGreen Cross
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 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 16-SSOP 16-NSOIC 16-wSOIC 16-TSSOP 16-SSOP 16-NSOIC 16-wSOIC 16-TSSOP
  Zywyn ZT3232E ZT3232ECA ZT3232ECN ZT3232ECT ZT3232ECY ZT3232ECA ZT3232ECN ZT3232ECT ZT3232ECY
 Analog ADM3202 - - - - - ADM3202ARN ADM3202ARW ADM3202ARU

 Intersil ICL3232E ICL3232ECA ICL3232ECBN ICL3232ECB ICL3232ECV ICL3232EIA ICL3232EIBN ICL3232EIB ICL3232EIV

 Maxim MAX3232E MAX3232ECAE MAX3232ECSE MAX3232ECWE MAX3232ECUE MAX3232EEAE MAX3232EESE MAX3232EEWE MAX3232EEUE

 Sipex SP3232E SP3232EBCA SP3232EBCN SP3232EBCT SP3232EBCY SP3232EBEA SP3232EBEN SP3232EBET SP3232EBEY

 ST ST3232E ST3232ECP ST3232ECD ST3232ECW ST3232ECT ST3232EBP ST3232EBCD ST3232EBW ST3232EBT

 TI MAX3232 MAX3232CDP MAX3232CD MAX3232CDW MAX3232CPW MAX3232IDP MAX3232ID MAX3232IDW MAX3232IPW

ZT3232E 2D/2R 3V~5V RS232 Cross

 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 20-SSOP 18-wSOIC - - 20-SSOP 18-wSOIC - -
  Zywyn ZT1385E ZT1385ECA ZT1385ECT - - ZT1385EEA ZT1385EET - -
 Analog ADM1385 - - - - ADM1385ARS - - -

 LTC LTC1385 LTC1385CG LTC1385CSW - - LTC1385IG LTC1385ISW - -

 Sipex SP1385E SP1385ECA SP1385ECT - - SP1385EEA SP1386EET - -

 - - - - - - - - - -

 - - - - - - - - - -

 - - - - - - - - - -

ZT1385E 2D/2R 3V~5V RS232 Shutdown Cross

 Part Number Commercial Temperature Range: 0oC to +70oC Industrial Temperature Range: -40oC to +85oC
 Cross Reference 28-SSOP 28-wSOIC 28-TSSOP 32-QFN 28-SSOP 28-wSOIC 28-TSSOP 32-QFN
  Zywyn ZT3243E ZT3243ECA ZT3243ECT ZT3243ECY ZT3243ECQ ZT3243EEA ZT3243EET ZT3243EEY ZT3243EEQ
 Analog ADM3311 - - - - - - ADM3311EARS -

 Intersil ICL3243 ICL3243CA ICL3243CB ICL3243CV - ICL3243IA ICL3243IB ICL3243IV -

 Intersil ICL3243E ICL3243ECA ICL3243ECB ICL3243ECV - ICL3243EIA ICL3243EIB ICL3243EIV -

 Maxim MAX3243E MAX3243ECAI MAX3243ECWI MAX3243ECUI MAX3243ECTJ MAX3243EEAI MAX3243EEWI MAX3243EEUI MAX3243EETJ

 ST ST3243 ST3243CP ST3243CD ST3243CT - ST3243BP ST3243BD ST3243BT -

 Sipex SP3243E SP3243ECA SP3243ECT - - SP3243EEA SP3243EET - -

 Sipex SP3243EB SP3243EBCA SP3243EBCT SP3243EBCY SP3243EBCR SP3243EBEA SP3243EBET SP3243EBEY SP3243EBER

 TI MAX3243 MAX3243CDB MAX3243CDW MAX3243CPW - MAX3243IDB MAX3243IDW MAX3243IPW -

ZT3243E 3D/5R 3V~5V RS232 Shutdown and AutoGreen Cross


