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3-3. 3 Amperes — Plastic Rectifiers/D0-201AD Package
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OPEARATING AND STORAGE TEMPERATURE -—65°C ~ +175°C

PIV MAX AVG Rectify MAX FWOD Peak MAX Reverse
{Peak Current @ Half- Surae Current Current MAX Forward Voltace
Inverse Wave Res Load 1~ 60 Hz @ PIV Voltage @25°CTa
Voltage) 60 Hz Superimposed @25°CTa

TYPE

16} @ Ta Iep (Surae} IR 1EM VEM
VPK

Aav °C Apg uAdc ApPK VPK
IN5400 S0 30 105 200 10 30 095
INS401 100 30 105 200 10 30 095
tN5402 200 30 105 200 10 30 095
1IN5403 300 30 105 200 10 3.0 0.95
INB404 400 30 105 200 10 30 095
ING405 500 30 105 200 10 30 0.95
IN5406 600 30 105 200 10 30 095
IN5407 80O 30 106 200 10 3.0 095
IN5408 1000 30 105 200 10 3.0 095
GP300 50 30 105 200 10 3.0 0.90
GP301 100 30 105 200 10 3o 090
GP302 200 30 105 200 10 3.0 090
GP303 300 30 105 200 10 30 090
GP304 400 3¢ 105 200 10 30 0.90
GP305 500 30 105 200 10 30 090
GP306 600 30 105 200 10 30 0.90
GP308 800 30 105 200 10 30 090
GP310 1000 30 105 200 10 30 0.80

3-4, 6 Amperes — Plastic Rectifiers/P600 Package

OPERATING AND STORAGE TEMPERATURE —65°C ~ +175°C

PIV MAX AVG Rectify MAX FWD Peak MAX Reverse
* {Peak Current @ Half Surage Current Current MAX Forward Voltace
Inverse Wave Res Load 1~ 60 Hz @ PIV Voltage @25°C Ta
a
TYPE Voltage) 60 Hz Superimpased @25°C Ta
o @ Ta IEMm (Surgel g Iem VEM
Vek "
Aav c Apk »Adc Apk VpK
GP600 50 60 860 400 25 60 090
GPBO1 100 60 60 400 25 60 090
GPB02 200 60 60 400 25 60 090
GP603 300 60 60 400 25 60 090
GP604 400 60 60 400 25 60 090
GP605 500 60 60 400 25 60 090
GP606 600 60 60 400 25 6.0 090
GP608 800 60 60 400 25 6.0 090
GP610 1000 60 60 400 25 60 090
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