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BRIDGE OCL POWER AMP

Use

& Radio cassette

® Portable component

® Pre-taped musical accompaniment equipment

Functions
®m On-chip GND protector (with speaker protect ® On-chip load short protector
function) ® On-chip thermal shutdown circuit
® On-chip overvoltage protector {with speaker ® On-chip DC audio muting circuit {attack time
protect function) Tmsec., no external parts required)
Features
= High output {18W/15V, 20W/17V typ.) ®m Small pop noise at the time of power ON/OFF
m Good ripple rejection (—60dB) ® Wide operating voltage range (7V to 24V)
m fy adjust pin ® Bridge OCL amp requiring no output capacitor
m Soft tone at the output saturation mode

LA4550,4555 monolithic linear c
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2-CHANNEL POWER AMP FOR
TAPE RECORDERS

m

3022A
Features and Functions
® Built-in 2 channels enabling use in stereo and m Smail pop noise at the time of power supply
bridge amplifier applications ON/OFF due to built-in muting circuit
® High output ® Good ripple rejection {49dB typ) due to built-
LA4550 PQ=0.8W (Vco=6V, R =40ohm) in ripple filter
LA4555 PQp=2.4W (Vcc=9V, R =40hm) m Wide operating voltage range (3.5V to 12V)
® Voltage gain can be varied with external feed- ® Fewer external parts and DIP12F package
back resistor. (max 51dB/1kHz) which facilitates heat radiation design and
® Low quiescent current makes sets smaller
LA45560 15mA typ Vcee =6V m Built-in audio muting circuit

LA4555 17mA typ Vee =9V

LA4560M monolithic linear IC
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2-CHANNEL PREAMP +POWER AMP FOR
HEADPHONE USE

-

3045A

Features
m 2-channel IC containing preamplifiers and power amplifiers in a single package
®m Applicable to 4.5V-operated or 6.0V-operated sets

® An on-chip FORWARD/REVERSE changeover circuit permits FORWARD/REVERSE changeover with

a 1-pole switch.

® An external capacitor can be used to control the time required for FORWARD/REVERSE changeover.

®m Good reduced voltage characteristic Vcc = 2.5V (min)
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LA4126T 130 DIP 184 3009A 2063 4.2V typ 2-Channel (9W/8() typ for Br.) 12 4.2X2/10, 4 45X 2 1.5/0.25 60
LA4185T 132 | S 14 | 30284 | 2073 | 4.2 typ 2-Channel (9/8Q) typ for Br.) 12 4.2X2/10,4|  45x2 1.5/0.25 60
LA4500 135 DIP 20H 3037a 2083 5. 3W typ 2-Channel (9.5W/12V,6() for Br.) 12 5.3X2/10,3 50X 2 1.5/2V 30
LA4505 136 DIP 200 3037A 2083 8. 5W typ 2-Channel (16W/15V.6() for Br.) 15 8.5%X2/10,3 50X 2 1.5/2V 30
LA4507 136 SEP 14H 3023A 2082 8.5W typ 2-Channel (16W/15V,6¢) for Br.) 15 8.5X2/10,3 502 1.5/2v 30
LA4508 136 SEP 14H 3023A 2084 8.5W typ 2-Channel (16W/15V,6Q for Br.) 15 8.5%X2/10,3 50X 2 1.5/2V 30
XLA4540 138 SEP 18 - 2088 18W,Br. OLC Only (18W/15V,4Q)) 15 18/10.4 46 0.1typ/2W 56typ
LA4422 134 SEP 10F 30184 2078 5. 8W typ AF Power Amp for Car Stereo,Car Radio 13.2 5.8/10,4 53 2.0/1 80
LA4440 134 SEP 14H 3023A 2079 6.0W typ 2-Channel (19W typ for Br.) 13.2 6.0xX2/10. 4 51.5X2 1.0/1 200
LA4445 134 SEP 12H 30494 2080 5.5W typ 2-Channel 13.2 5.5%2/10, 4 51.5X2 1.0/1 75typ
LA4460 135 SEP 10H 3024A 2081 12W typ AF Power Amp for Car Stereo,Car Radio 13.2 12/10. 4 51 1.0/1 120
(Br. only)
LA4461 135 SEP 10H 3024A 2081 12W typ AF Power Amp for Car Stereo,Car Radio 13.2 12/10. 4 51 1.0/1 120
(Br.only)
LA4170 131 DIP 14T 30054 2070 2-Channel Amp for Headphone 14 - 9X2 1/0.1V 15
LA4175 131 DIP 14T 3005A 2071 2-Channel Amp for Recording Output.Headphone 12 - 38xX2 0.5/1v 15
LA4520 137 DIP 20S 3021B 2086 2-Channel Preamp + Power Amp for Headphone 4. 5tob Pre 1V/1,10K 35x2 - 25
Power 1V/1.32 45X 2
OLA4530M 137 MFP 20 30368 2087 2-Channel Amp for Headphone 3 33m/10, 32 45X 2 0. 2typ/SaW 8typ
LA45308S 137 SEP 16 30204 2087 2-Channel Amp for Headphone 3 33m/10, 32 45X 2 0. 2typ/SmW 8typ
OLA4560M 138 MFP 24 3045A 2090 Auto Reverse 2-Channel Preamp + Power Amp for 4. 5tob - (35+45) X2 - 10typ
Headphone

, . . vy C
ALL IN ONE/MONAURAL AF POWER AMP'S (thick film bybrid integrated circuit)

@®STK075 SERIES

Case Main Characteristics/Ta=25°C, recommended operating
Type Number Page Circuit Recommended conditions
Drawing | Circuit Functions & Applications \/ B‘
Package | Pins | Package No. [VT[ ] Icco Po/THD THD/Po f response
No. #*Dual-Supply Operation [ mAmax ] [ Wmin/¥% ] [ %max/W ] [Hz]
STK077 255 SEP 10 4007 6004 % 20Wmin AF Power Amp +22.0,8 100 20/0.3 0.3/0.1~20 10 to 100k
STKO078 255 SEP 10 4007 6004 % 24Wmin AF Power Amp +25.0.8 100 24/0.2 0.2/0.1~24 10 to 100k
STK080 255 SEP 10 4007 6004 % 30Wmin AF Power Amp +27.0.8 100 30/0.2 0.2/0.1~30 10 to 100k
STK082 255 SEP 10 4007 6004 % 35Wmin AF Power Amp +30.0.8 100 35/0.2 0.2/0.1~35 10 to 100k
STK084 255 SEP 10 4007 6005 % 50Wmin AF Power Amp +35.0.8 100 50/0.2 0.2/1~50 10 to 100k
STK085-105 255 SEP 10 4030 6005 % 60Wmin AF Power Amp +38.0.8 100 60/0.2 0.2/1~60 10 to 100k
STK086 255 SFP 10 4007 6005 % 70Wmin AF Power Amp 1+42.0,8 100 70/0.2 0.2/1~70 10 to 100k
(Note) Type Numbers for Tc=105°C are also available.
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SAMPLE APPLICATION CIRCUIT
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