Microsemi

LAWRENCE

TECHNICAL DATA

N-CHANNEL J-FET DEPLETION MODE

Qualified per MIL-PRF-19500/375

Devices Qualified Level
JANTX
2N3821 2N3822 2N3823 JANTXV
MAXIMUM RATINGS
2N3821
Parameters/ Test Conditions Symbol | 2N3822 | 2N3823 | Unit
Gate-Source Voltage Vesr 50 30 V
Drain-Source Voltage Vps 50 30 \
Drain-Gate Voltage Vpe 50 30 V
Gate Current lce 10 mA TO-72¢
Power Dissipation | To=+25C® P; 300 mw (TO-206AF)
Operating Junction & Storage Temperature Range Ti, Tag -55 to +200 °C
(1) Deratelinearly 1.7 mW/°C for T, =+25°C.
*See appendix A for
package outline
ELECTRICAL CHARACTERISTICS (T = 25°C unless other wise noted)
Parameters/ Test Conditions Symbol Min. Max. | Units
Gate-Source Breakdown Voltage
Vps=0,1g=1.0 mAdc 2N3821, 2N3822 V(BR)GSQQ 50 Vdc
2N 3823 30
Gate Reverse Current
Vps=0, Vgs=30Vdc 2N3821, 2N3822 lgsR 0.1 hA
Vps=0, Vgs=20 Vdc 2N3823 0.5
Zero-Gate-Voltage Drain Current
Ves =0, Vps =15Vdc 2N3821 Ipss 05 25
2N3822 20 10 mA
2N3823 4.0 20
Gate-Source Voltage
Vps=15Vdc, Ip =50 pAdc 2N3821 0.5 2.0
Vps=15Vdc, Ip = 200 pAdc 2N3822 Vs 10 4.0 Vdc
Vps=15Vdc, Iy =400 pAdc 2N 3823 1.0 7.5
Gate-Source Cutoff Voltage
Vps=15Vdc, Ip = 0.5 hAdc 2N3821 4.0
2N 3822 VGS(Off) 6.0 Vdc
2N 3823 8.0
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2N3821, 2N3822, 2N3823 JAN SERIES

Parameters / Test Conditions Symbal Min. Max. Units
Smdll-Signa Common Source, Short-Circuit Forward Transfer Admittance
Vgs =0, Vps= 15 Vdc, f = 1.0 kHz 2N3821 il 1500 4500
2N3822 3000 6500 uS
2N3823 3500 6500
Small-Signal Common Source, Short-Circuit Output Admittance
Vgs =0, Vps= 15 Vdc, f = 1.0kHz 2N3821 Y osl 10
2N3822 20 us
2N3823 35
Smdl-Signal, Common-Source Short-Circuit Input Capacitance
Ves =0, Vps = 15Vdc, 100 kHz£ f £ 1.0 MHz Ciss 6.0 pF
Smdl-Signal, Common-Source Reverse Transfer Capacitance
Vps=15Vdc, Vgs= 0, 100 kHz £ f £ 1.0 MHz Crss pF
2N3821, 2N3822 30
2N3823 20
Small-Signal Common Source, Short-Circuit Forward Transfer Admittance
Vs =0, Vps=15Vde, f=100MHz  2N3821 Iysof 1500
f =100 MHz  2N3822 3000 uS
f=200MHz  2N3823 3200
Smdl-Signal, Common-Source Short-Circuit Input Conductance
Vgs =0, Vps =15Vdc, f =200MHz  2N3823 (only) Jis 800 uS
Smadl-Signal, Common-Source Short-Circuit Output Conductance
Vgs =0, Vps = 15 Vdc, f =200 MHz 2N3823 (only) Jos 200 us
Common Source Spot Noise Figure
Ves=0, Vps=15Vdc, R = IMW
f=10Hz 2N3821, 2N3822 NF* 50 dB
f=1.0kHz 2N3821, 2N3822, 2N3823 2.0
Common Source Spot Noise Figure
Ves=0, Vps=15Vdc, Rg = 1kW NF? dB
f=105MHz  2N3823 (only) 25
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