Delta QPL connectors and adapters meet or exceed all requirements
of MIL-PRF-39012 and MIL-PRF-55339. Because these specifications
change periodically, please visit DSCC’s website at
http://www.dscc.dla.mil for the latest requirements.

QPL connectors and adapters in BNC, N, and TNC series have silver-
plated brass bodies and gold-plated, captivated contacts.

QPL connectors in SMA series have passivated stainless-steel bodies
(except Category A cable connectors; for these types, the body tail
and sleeve are gold-plated to allow soldering of the cable braid), and
gold-plated captive contacts.

In additon to the current M39012 connectors and M55339 adapters,
we also continue to manufacture older military connectors and
adapters with CW-, MX-, and UG- nomenclature. See page 23 for a
list of these types.
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M39012 Categories and Cable Groups

DELTA ELECTRONICS MANUFACTURING

MIL-PRF-39012 Cable Connector Categories
MIL-PRF-39012 QPL cable connectors are divided into categories which define the characteristics of their cable assembly
method, and in some cases the actual assembly method:
Category A: Field-serviceable, with no special tools required for assembly. Our Category A connectors in series BNC, N, and
TNC are standard military-clamp types; Category A connectors in SMA series are solder type.
Category B: Special tools may be required for assembly. Our Category B connectors in N series are crimp types which use
standard, commercially-available crimp tools.
Category C: Crimp-type connectors which can be assembled with specified tools and die sizes.
Category D: Crimp-type connectors which can be assembled with specified tools and die sizes, and also have defined sizes for
crimp sleeves, contacts, and other parts. Category D connectors have crimpable center contacts.
MIL-PRF-39012 Cable Groups
Group Cables (M17/)
[ 93-178,169-00001
" A 113-RG316, 119-RG174, 173-00001, 172-00001, 196-00001
11B 94-RG179
n 152-00001
v 54-RG122, 157-00001, 187-00001, 198-00001
\ 95-RG180
Vi VIA 28-RG58, 111-RG303, 155-00001, 170-00001, 183-00001, 197-00001
VIB 60-RG142, 84-RG223, 128-RG400, 158-00001, 167-00001, 175-00001, 194-00001, 200-00001
Vil VIIA 29-RG59, 30-RG62, 90-RG71, 97-RG210, 110-RG302, 184-00001, 185-00001
VIIB 90-RG71, 195-00001
Vil 2-RG6, 73-RG212, 112-RG304, 162-00001, 171-00001, 180-00001, 188-00001, 199-00001
XA 65-RG165, 74-RG213, 159-00001, 163-00001, 189-00001
X XB 75-RG214, 86-00001, 127-RG393, 164-00001, 174-00001, 190-00001
XC 6-RG11, 62-RG144, 181-00001
XD 77-RG216, 191-00001
Xl 74-RG215, 189-00002
Xl 78-RG217, 165-00001, 192-00001
MIL-PRF-39012 Cable Group Finder
Cable Category Cable Category Cable Category Cable Category
M17/ A B,C,D M17/ A B,C,D M17/ A B,C,D M17/ A B,C,D
2-RG6 VIl VIl 90-RG71 VI VIIB 159-00001 | X XA 185-00001 | VII VIIA
6-RG11 X XC 93-RG178 | | | 162-00001 | VI VIl 187-00001 | IV \Y%
28-RG58 \'Al VIA 94-RG179 | 1l 11B 163-00001 | X XA 188-00001 | VIII VIl
29-RG59 \'Al VIIA 95-RG180 | V \ 164-00001 | X XB 189-00001 | X XA
30-RG62 VI VIIA 97-RG210 | VIl VIIA 165-00001 | XII Xl 189-00002 | XI —
54-RG122 | IV \Y% 110-RG302 | VII VIIA 167-00001 | VI VIB 190-00001 | X XB
60-RG142 | VI VIB 111-RG303 | VI VIA 169-00001 | | | 191-00001 | X XD
62-RG144 | X XC 112-RG304 | VIl VIl 170-00001 | VI VIA 192-00001 | XII Xl
65-RG165 | X XA 113-RG316 | 1l A 171-00001 | VI VIl 194-00001 | VI VIB
73-RG212 | VII VIl 119-RG174 | 1l A 172-00001 | Il A 196-00001 | 1l A
74-RG213 | X XA 127-RG393 | X XB 173-00001 | 1l A 197-00001 | VI VIA
74-RG215 | XI — 128-RG400 | VI VIB 174-00001 | X XB 198-00001 | IV v
75-RG214 | X XB 133-RG316 | Il A 175-00001 | VI VIB 199-00001 | VI VIl
77-RG216 | X XD 152-00001 i i 180-00001 | VI VIl 200-00001 | VI VIB
78-RG217 | Xl Xi 155-00001 | VI VIA 181-00001 | X XC
84-RG223 | VI VIB 157-00001 \Y% \Y% 183-00001 | VI VIA
86-00001 | X XB 158-00001 | VI VIB 184-00001 | VII VIIA

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M39012 QPL Connectors—BNC

M39012/16—BNC Straight Plug
‘L_B dia.
Figure 1 Figure 2 |:
T |
A |
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body | Contact Trim Code
M39012/16-0101 A Vi 1 1.06 .50 Silver Gold (Q) A/ 17
M39012/16-0102 A Vil 1 1.06 .50 Silver Gold (Q) A/17
M39012/16-0103 A v 1 1.06 .50 Silver Gold (Q) A/ 17
M39012/16-0111 A Vi 1 1.06 .50 Silver Gold (Q) A/ 17
M39012/16-0118 A Vil 1 1.06 .50 Silver Gold (Q) A/ 17
M39012/16-0220 A 1l 1 1.06 .50 Silver Gold (Q) A /37
M39012/16-0225 A X 2 1.66 .75 Silver Gold (C) A /01
M39012/17—BNC Straight Jack
B dia.
Figure 1
A
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body | Contact Trim Code
M39012/17-0101 A \'l 1 1.16 .50 Silver Gold (Q) A/17
M39012/17-0102 A VI 1 1.16 .50 Silver Gold (Q) A/17
M39012/17-0103 A v 1 1.16 .50 Silver Gold (C) A/17
M39012/17-0111 A Vi 1 1.16 .50 Silver Gold (Q) A/17
M39012/17-0118 A VII 1 1.16 .50 Silver Gold (Q) A/17
M39012/18—BNC Panel Jack
Cdia.— — TJZO max. panel
e i
Figure 1 .688 .500
square  typ.
© . -
#3-56 UNF-2B ‘ ;k—B—>
Cable Dimensions Plating Assembly Procedure/
M39012 P/N Catego Figure 5
/ 9% | Group | "' A B C Body | Contact Trim Code
M39012/18-0101 A VII 1 1.16 .55 .50 Silver Gold (C) A/17
M39012/18-0102 A \'A| 1 1.16 .55 .50 Silver Gold (C) A/ 17
M39012/18-0103 A v 1 1.16 .55 .50 Silver Gold (C) A/17
M39012/18-0111 A \'A] 1 1.16 .55 .50 Silver Gold (C) A/17
M39012/18-0118 A VII 1 1.16 .55 .50 Silver Gold (C) A/17
M39012/18-0220 A 1l 1 1.16 .55 .50 Silver Gold (C) A/ 38

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M39012 QPL Connectors—BNC

M39012/19—BNC Bulkhead Jack
C dia— 1 (<24 max. panel
Figure 1 473 Younting hole
B ia.
A
Cable Dimensions Plating Assembly Procedure/
M39012 P/N Catego Figure A
4 2 Group gy A B C Body | Contact Trim Code
M39012/19-0101 A Vi 1 1.16 .81 .50 Silver Gold (Q) A/17
M39012/19-0102 A VII 1 1.16 .81 .50 Silver Gold (Q) A/17
M39012/19-0110 A v 1 1.16 .81 .50 Silver Gold (Q) A/17
M39012/19-0111 A Vi 1 1.16 .81 .50 Silver Gold (Q) A/17
M39012/19-0118 A VII 1 1.16 .81 .50 Silver Gold (Q) A/17
M39012/19-0220 A 1l 1 1.16 .81 .50 Silver Gold (Q) A/17
M39012/20—BNC Right Angle Plug
' B
B v
< A A
(crimp sleeve) C dia.
Figure 1 Figure 2
Cable | _. Dimensions Plating Assembly Procedure/

M39012 P/N Category Group Figure A B C Body | Contact Trim Code
M39012/20-0006 C VIA 1 1.07 | 1.63 .50 Silver Gold (C) B/ 19
M39012/20-0007 C VIB 1 1.07 | 1.63 .50 Silver Gold (C) B/ 19
M39012/20-0101 A Vi 2 1.09 | 1.61 .50 Silver Gold (C) A/17
M39012/20-0102 A Vii 2 1.09 | 1.61 .50 Silver Gold (C) A/17
M39012/20-0108 A Vii 2 1.09 | 1.61 .50 Silver Gold (C) A/17

M39012/21—BNC Bulkhead Receptacle
C (D)
Mounting hole 7N\
dimensions .\ r
L.SOOJ < B—
ia. A
Figure 1
Dimensions Maximum Plating
M39012 P/N Fi
/ 'gure A B C D E Panel Body Contact

M39012/21-0001 1 1.06 .49 .062 410 442 A3 Silver Gold (C)
M39012/21-0002 1 1.19 .47 .062 .348 .380 .26 Silver Gold (C)
M39012/21-0003 1 1.19 .47 .062 410 .442 .26 Silver Gold (C)

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M39012 QPL Connectors—BNC

M39012/22—BNC Panel Receptacle
F7© _ 9 w2
. .688 .500 L
Figure 1 square typ. r
#3-56 UNF-2B A——>
Dimensions Maximum Plating
M39012 P/N Fi
390 / ‘gure A B C D Panel Body Contact
M39012/22-0001 1 1.06 .63 .062 .090 .149 Silver Gold (C)
M39012/24—BNC Bulkhead Receptacle (Hermetically Sealed)
Mounting hol
473 Gimensions
Figure 2 362
(Front Mount) :
.407 L_— L J
dia. Mounting hole D dia. <—B—>
dimensions I A
Dimensions Maximum Plating
M39012 P/N Fi
3 / ‘gure A B C D Panel Body Contact
M39012/24-0001 1 1.20 .83 .062 .687 .26 Silver Gold (C)
M39012/24-0002 2 1.20 .52 .062 .594 .26 Silver Gold (C)
M39012/25—BNC Dust Caps
Figure 1 (Cap for BNC jack) Figure 2 (Cap for BNC jack)
[ B ' A ‘| [ B | A
Figure 3 (Cap for BNC plug)
I B A
Dimensions Chain Plating
M39012 P/N Fi
/ 'gure A B C Type Body Contact
M39012/25-0006 1 .67 2.25 144 Bead Silver —
M39012/25-0007 2 .67 2.70 .52 Safety Silver —
M39012/25-0008 3 .69 3.25 .281 Bead Silver —
M39012/25-0009 4 .69 3.25 .281 Safety Silver —

(C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M55339 QPL Adapters—BNC

M55339—BNC Adapters Within Series

505 Mounting hole
dia. dimensions

—>| (<—.275 max. panel

—B—>
A

Figure 1 (Bulkhead mounted jack-jack, hermetically sealed)

| A
Figure 2
(Right angle jack-plug)

r B dia.
A
I A | A
Figure 3 (Straight plug-plug) Figure 4 (Straight jack—jack)
L )
B
o | B o B
A | A A
Figure 5 (Tee, jack-jack—plug) Figure 6 (Tee, jack—jack-jack) Figure 7 (Tee, jack-plug-jack)

N Dimensions Plating

M55339 P/N Figure A B C Body e
M55339/13-00492 1 1.53 .86 .69 Silver Gold (C)
M55339/14-00306 2 1.06 .88 — Silver Gold (Q)
M55339/15-00491 3 1.22 — — Silver Gold (C)
M55339/16-00914 4 1.28 .44 — Silver Gold (C)
M55339/17-00001 5 1.50 1.06 — Silver Gold (C)
M55339/17-00002 6 1.28 .97 — Silver Gold (C)
M55339/17-00274 7 1.28 1.03 — Silver Gold (C)

(C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M39012 QPL Connectors—N

DELTA ELECTRONICS MANUFACTURING

M39012/01—N Straight Plug
B dia. VB dia.
Figure 1 Figure 2
A
A A
. .033 dia.
. Coupling nut lockwire holes (3)
Figure 3 detail
(crimp sleeve) |
A
Cable Dimensions Plating Assembly Procedure/
M39012 P/N Catego Figure d
/ gory Group 9 A B Body | Contact Trim Code
M39012/01-0005 A X 1 1.50 .75 Silver Gold (C) A /01
M39012/01-0015 A X1 1 1.80 .88 Silver | Gold (C) A/o01
M39012/01-0125 A Xl 2 2.42 75 Silver Gold (C) Contact Factory
M39012/01-0501 D XB 3 1.55 .60 Silver Gold (C) B/ 03
M39012/01-0502 D XA 3 1.55 .60 Silver Gold (C) B/ 03
M39012/01-0503 D VIB 3 1.45 .50 Silver | Gold (C) B/03
M39012/01B0007 B XA 3 1.55 .60 Silver Gold (C) B /03
M39012/01B0008 B XB 3 1.55 .60 Silver Gold (C) B/ 03
M39012/02—N Straight Jack
[B dia.
Figure 1 |: Figure 2
<—B
| —ﬁ (crimp sleeve) A
Cable Dimensions Plating Assembly Procedure/
M39012 P/N Catego Figure d
/ gory Group 9 A B Body | Contact Trim Code
M39012/02-0003 A X 1 1.67 .75 Silver Gold (C) A /01
M39012/02-0101 A Vil 1 1.67 .75 Silver Gold (C) A /01
M39012/02-0501 D XB 2 1.64 .60 Silver Gold (C) B/ 03
M39012/02-0502 D XA 2 1.64 .60 Silver Gold (C) B/ 03
M39012/02-0503 D VIB 2 1.54 .50 Silver Gold (C) B/ 03
M39012/02B0008 B XA 2 1.64 .60 Silver Gold B/ 10
M39012/02B0009 B XB 2 1.64 .60 Silver Gold B/ 10

See next page for panel-mounted M39012/02 cable jacks.

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |
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M39012 QPL Connectors—N

M39012/02—N Panel Jack

¢_B dia ] "’-218 max. panel —> r.218 max. panel
= I s
N T__@ O
718 1.00
typ. square
1‘ :(_'66—> (crimszIeeve) :(_'664){ :O p
A A / .125 dia. typ:
Figure 1 Figure 2 Flange Dimensions
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body | Contact Trim Code

M39012/02-0006 A X 1 1.67 .75 Silver Gold (Q) A/ 01
M39012/02-0104 A VIII 1 1.67 .75 Silver Gold (Q) A/ 01
M39012/02-0511 D XB 2 1.64 .60 Silver Gold (Q) B /03
M39012/02-0512 D XA 2 1.64 .60 Silver Gold (Q) B /03
M39012/02-0513 D VIB 2 1.54 .50 Silver Gold (Q) B/03

M39012/03—N Bulkhead Jack

2 . |
JC dia. —> [<—.25 max. pane
\ .630 Mounting hol
@@)m ool
‘ < B > LD dia.J (_536
A

Figure 1

\ .630 Mounting hole
) dia. dimensio%s
. LVJ el
(crimp sleeve) D dia. -536
Figure 2
Cable Dimensions Plating Assembly
M39012 P/N Catego Figure Procedure/
/ gory Group 9 A B C D Body | Contact | Trim code
M39012/03-0101 A VIl 1 1.75 .92 75 .900 Silver Gold (C) A/ 01
M39012/03-0102 A Xl 1 1.90 .92 .88 875 Silver Gold (C) A/ 01
M39012/03-0501 D XB 2 1.84 .92 .60 875 Silver Gold (C) B/O03
M39012/03-0502 D XA 2 1.84 .92 .60 875 Silver Gold (C) B/O03
M39012/03-0503 D VIB 2 1.74 .92 .50 875 Silver Gold (C) B/O03
M39012/03B0004 B XA 2 1.84 .92 .60 875 Silver Gold (C) B/O03
M39012/03B0005 B XB 2 1.84 .92 .60 875 Silver Gold (C) B/O03

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M39012 QPL Connectors—N

M39012/04—N Receptacles

r’i536»‘

Figure 1 (Bulkhead jack, 630
hermetically sealed) dia.

Mounting hole

dimensions
Figure 2 (Panel jack) 1.00 .718 @ L
square t)lp_. y r
© S [~—8B
.125 dia. typ: L A
Dimensions Maximum Plating
M39012 P/N Fi
/ 'gure A B C D Panel Body Contact
M39012/04-0001 1 1.62 .707 .099 812 .100 Silver Gold (Q)
M39012/04-0002 2 1.13 .66 .100 .080 110 Silver Gold (Q)

M39012/05—N Right Angle Plug

i B
¥
Fi 1 Coupling nut |03k3 e hol 3
igure detail ockwire holes (3)
A
C dia.
Ko
Cable | _. Dimensions Plating Assembly Procedure/

M39012 P/N Category Group Figure A B C Body | Contact Trim Code

M39012/05-0101 A X 1 136 | 1.66 | .75 Silver Gold (C) A/ 07
M39012/25—N Dust Caps
Figure 1 (Cap for N jack) Figure 2 (Cap for N jack)
— A —>
B
Cup)
Dimensions Chain Plating
M39012 P/N Fi
/ ‘gure A B C Type Body Contact

M39012/25-0011 1 .56 2.50 144 Bead Silver —
M39012/25-0012 2 .56 3.75 .635 Safety Silver —

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M55339 QPL Adapters—N

M55339—N Adapters Within Series

. dia.
lockwire holes (3)

Figure 1
(Right angle jack-plug) B } I

Coupling nut detail
(For figures 1, 3, and 4)

Mounting hole
dimensions

L‘:536~>1

Figure 2 (Bulkhead mounted jack-jack, hermetically sealed)

C dia:

Figure 4 B
(Tee, jack-plug-jack)
A
Figure 3
(Straight plug-plug) T A
% JB dia.
B
Figure 5 | 1
(Tee, jack-jack-jack) A
—[ A | Figure 6 (Straight jack-jack)
M55339 P/N Fi Dimensions Plating
'gure A B C Body Contact
M55339/03-00027 1 1.30 1.38 — Silver Gold (C)
M55339/04-00030 2 1.54 .86 .875 Silver Gold (C)
M55339/05-00057 3 1.59 — — Silver Gold (C)
M55339/06-00001 4 1.75 1.47 — Silver Gold (C)
M55339/06-00028 5 1.75 1.22 — Silver Gold (C)
M55339/07-00029 6 1.75 .66 — Silver Gold (C)

(C) indicates captive contact. |

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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DELTA ELECTRONICS MANUFACTURING

M39012 QPL Connectors—SMA

M39012/25—SMA Dust Caps

[ B A
Figure 1 Figure 2
(Cap for (Cap for
SMA jack) SMA jack)
Figure 3 Figure 4
(Cap for (Cap for
SMA plug) SMA plug)
Dimensions Chain Plating
M39012 P/N Figure
/ 9 A B C Type Body Contact
M39012/25-3024 1 .50 2.25 .144 Bead Passivated —
M39012/25-3025 2 .50 3.25 .281 Safety Passivated —
M39012/25-3026 3 .50 3.25 144 Bead Passivated —
M39012/25-3027 4 .50 3.25 .281 Safety Passivated —
M39012/55—SMA Straight Plug
.250 hex 250 hexK EB'I 2 hex
Outer sleeve(h—~y Outer sleeve()—~
. Figure 2
Figure 1 — (No lockwire holes) — J
-y 9 N
e p— 51 .020 dia. e R 5
A B lockwire holes (3) A B
Outer sleeve<1>\ 312 hex Outer sleeve<1>\ 312 hex
. Figure 4
Figure 3 O :H: (No lockwire holes) © ﬂ J
R .020 dia. l< R— >
A B lockwire holes (3) A B
Cable Dimensions Plating Assembly Procedure/
M39012 P/N Categor Figure 5
/ gory Group 9 A B Body Contact Trim Code
M39012/55-3006 A | 1 91 .67 Gold @ Gold (C) M /01
M39012/55-3007 A ] 1 91 .67 Gold @ Gold (C) M/ 01
M39012/55-3008 A v 3 .94 .57 Gold @ Gold (C) K/12
M39012/55-3009 A Vi 3 .94 .57 Gold @ Gold (C) K/12
M39012/55-3025 C | 1 91 .67 Passivated | Gold (C) M/ 01
M39012/55-3026 C 1A 1 .97 .67 Passivated | Gold (C) M/ 01
M39012/55-3027 C \% 3 .94 .57 Passivated | Gold (C) K/12
M39012/55-3028 C VIB 3 .95 .57 | Passivated | Gold (C) K/12
M39012/55-3029 C VIA 3 .97 .57 Passivated | Gold (C) K/12
M39012/55-3030 A i 1 91 .67 Gold @ Gold (C) M/ 01
M39012/55-3106 A | 2 91 .67 Gold @ Gold (C) M/ 01
M39012/55-3107 A 1 2 91 .67 Gold @ Gold (C) M/ 01
M39012/55-3108 A v 4 .94 .57 Gold @ Gold (C) K/12
M39012/55-3109 A Vi 4 .94 .57 Gold @ Gold (C) K/12
M39012/55-3125 C | 2 91 .67 Passivated | Gold (C) M/ 01
M39012/55-3126 C A 2 .97 .57 | Passivated | Gold (C) M/ 01
M39012/55-3127 C v 4 .94 .57 Passivated | Gold (C) K/12
M39012/55-3128 C VIB 4 .95 .57 Passivated | Gold (C) K/12
M39012/55-3129 C VIA 4 .97 .57 Passivated | Gold (C) K/12
M39012/55-3130 A 1] 2 91 .67 Gold @ Gold (C) M/ 01

(1) Category A: Solder sleeve with access hole as shown; Category C: Crimp sleeve without access hole.
(2 Coupling nut is passivated; body tail is gold plated for soldering of cable braid.

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact.
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M39012 QPL Connectors—SMA

DELTA ELECTRONICS MANUFACTURING

M39012/56—SMA Right Angle Plug
I‘ﬁ's“—_’j . ’«.312 hex l(ﬁ.“_,»‘ F.312 hex
A rr_\| — 'Iooczlf\)/vidrle?holes 3) A T &
B @) Figure 1 B @) Figure 2
l S—Outer l N—Outer (No lockwire holes)
sleeve(®) sleeve™
Cable | . Dimensions Plating Assembly Procedure/
M39012P/N |Category | cro | Figure — 5 Body | Contact L e
M39012/56-3006 A | 1 .68 .55 Gold @ Gold (C) L/ 06
M39012/56-3007 A ] 1 .68 .55 Gold @ Gold (C) L/ 06
M39012/56-3008 A v 1 .76 .63 Gold @ Gold (C) L/ 01
M39012/56-3009 A Vi 1 .76 .63 Gold @ Gold (C) L/ 01
M39012/56-3025 C | 1 .68 .55 Passivated | Gold (C) L/ 06
M39012/56-3026 C A 1 .74 .61 Passivated | Gold (C) L/ 06
M39012/56-3027 C v 1 .68 .55 Passivated | Gold (C) L/ 06
M39012/56-3028 C VIB 1 .69 .56 Passivated | Gold (C) L/ 06
M39012/56-3029 C VIA 1 71 .58 Passivated | Gold (C) L/ 06
M39012/56-3030 A 1l 1 .68 .55 Gold @ Gold (C) L/ 06
M39012/56-3106 A | 2 .68 .55 Gold @ Gold (C) L/ 06
M39012/56-3107 A ] 2 .68 .55 Gold @ Gold (C) L/ 06
M39012/56-3108 A v 2 .76 .63 Gold @ Gold (C) L/ 01
M39012/56-3109 A Vi 2 .76 .63 Gold @ Gold (C) L/ 01
M39012/56-3125 C | 2 .68 .55 Passivated | Gold (C) L/ 06
M39012/56-3126 C A 2 .74 .61 Passivated | Gold (C) L/ 06
M39012/56-3127 C v 2 .68 .55 Passivated | Gold (C) L/ 06
M39012/56-3128 C VIB 2 .69 .56 Passivated | Gold (C) L/ 06
M39012/56-3129 C VIA 2 71 .58 Passivated | Gold (C) L/ 06
M39012/56-3130 A 1l 2 .68 .55 Gold @ Gold (C) L/ 06
(1 (2) See page 10 for notes.
M39012/57—SMA Straight Jack
.250 hex-> o
Outer—» O Outer —| @)
sleeve( sleeve( N
Figure 1 p— Figure 2 A_B J_gn hexL
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body R Triym Code
M39012/57-3006 A | 1 .87 .63 Gold @ Gold (Q) M/ 01
M39012/57-3007 A Il 1 .87 .63 Gold @ Gold (Q) M/ 01
M39012/57-3008 A v 2 .90 .53 Gold Gold (Q) K/12
M39012/57-3009 A Vi 2 .90 .53 Gold Gold (Q) K/12
M39012/57-3025 C | 1 .87 .63 Passivated | Gold (C) M/ 01
M39012/57-3026 C A 1 .93 .63 Passivated | Gold (C) M /01
M39012/57-3027 C v 2 91 .53 Passivated | Gold (C) K/12
M39012/57-3028 C VIB 2 91 .53 Passivated | Gold (C) K/12
M39012/57-3029 C VIA 2 93 .53 Passivated | Gold (C) K/12
M39012/57-3030 A 1 1 .87 .63 Gold @ Gold (C) M/ 01

(M @ See page 12 for notes.

| See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |
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M39012 QPL Connectors—SMA

DELTA ELECTRONICS MANUFACTURING

M39012/58—SMA Panel Jack
.250 hex 325
) o = =
Outer—= O ?;;‘r? Outer — O 3t)"‘F?
sleeve( oy sleeve(
Figure 1 B'065 Figure 2 !
A A
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body Contact Tri:,n Code
M39012/58-3006 A | 1 .87 .63 Gold @ Gold (Q) M/ 01
M39012/58-3007 A 1l 1 .87 .63 Gold @ Gold (Q) M/ 01
M39012/58-3008 A v 2 .90 .53 Gold Gold (Q) K/12
M39012/58-3009 A Vi 2 .90 .53 Gold Gold (Q) K/12
M39012/58-3025 C | 1 .87 .63 Passivated | Gold (C) M /01
M39012/58-3026 C 1A 1 .93 .63 Passivated | Gold (C) M/ 01
M39012/58-3027 C v 2 91 .53 Passivated | Gold (C) K/12
M39012/58-3028 C VIB 2 91 .53 Passivated | Gold (C) K/12
M39012/58-3029 C VIA 2 .93 .53 Passivated | Gold (C) K/12
M39012/58-3030 A 1l 1 .87 .63 Gold @ Gold (Q) M/ 01
M39012/59—SMA Bulkhead Jack
.103 max. panel—
.250 hex—, F7
. > O .281 dia.
Figure 1 gl):é‘%m Mounting hole
dimensions
<—411—>
l«——B———
A
.103 max. panel—>
N\ A
Figure 2 Outer — (@) O .281 dia.
sleeve( v Mounting hole
. 266 dimensions
R
A D
Cable | _. Dimensions Plating Assembly Procedure/
M39012P/N | Category | croy, | Figure — 5 Body | Contact LA
M39012/59-3006 A | 1 .87 .63 Gold @ Gold (C) M /01
M39012/59-3007 A 1l 1 .87 .63 Gold @ Gold (C) M /01
M39012/59-3008 A v 2 .90 .53 Gold Gold (C) K/12
M39012/59-3009 A Vi 2 .90 .53 Gold Gold (C) K/12
M39012/59-3025 C | 1 .87 .63 Passivated | Gold (C) M/ 01
M39012/59-3026 C 1A 1 .93 .63 Passivated | Gold (C) M/ 01
M39012/59-3027 C v 2 91 .53 Passivated | Gold (C) K/12
M39012/59-3028 C VIB 2 91 .53 Passivated | Gold (C) K/12
M39012/59-3029 C VIA 2 .93 .53 Passivated | Gold (C) K/12
M39012/59-3030 A 1]l 1 .87 .63 Gold @ Gold (C) M / 01

(1) Category A: Solder sleeve with access hole as shown; Category C: Crimp sleeve without access hole.
(2 Mating thread area is passivated; body tail is gold plated for soldering of cable braid.

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |
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M39012 QPL Connectors—SMA
DELTA ELECTRONICS MANUFACTURING
M39012/60—SMA Panel Jack Receptacle

B@) typ.
.58
T 065
A B@)
.223j>| l«-375—>
Figure 2
M39012 P/N F Dimensions Plating
'gure A B C Body Contact
M39012/60-3001 1 .500 .340 102 Passivated Gold (C)
M39012/60-3002 2 .625 481 102 Passivated Gold (Q)
M39012/61—SMA Bulkhead Jack Receptacle
<C
.032 " )
(I.E.) SNl
P ia .281 dia.
" M ting hol
950 gn— { IS et
A
Figure 1 (Rear mount)
.050 dia.
Mounting hole 281 di . Y
dimensions * 1a. .
*—J~ B 032
.266 (.D.) ‘)‘
B
A |
Figure 2 (Front mount)
. Dimensions Maximum Plating
M39012 P/N Figure A B C Panel Body e
M39012/61-3001 1 .69 415 .062 .103 Passivated Gold (O)
M39012/61-3002 2 .69 310 — .103 Passivated Gold (C)
(C) indicates captive contact. |
(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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M39012 QPL Connectors—TNC

DELTA ELECTRONICS MANUFACTURING

M39012/25—TNC Dust Caps

Figure 1 (Cap for TNC plug) Figure 2 (Cap for TNC plug)

Figure 3 (Cap for TNC jack)
B .

. Dimensions Chain Plating
M39012 P/N Figure A B C Type Body Contact
M39012/25-0018 1 .68 3.25 .281 Bead Silver —
M39012/25-0019 2 .68 3.25 .281 Safety Silver —
M39012/25-0020 3 .70 2.25 144 Bead Silver —
M39012/25-0021 4 .70 2.70 .515 Safety Silver —

M39012/26—TNC Straight Plug

—> ~<B (crimp sleeve) B dia.
.027 dia.
| lockwire holes (3)
A Coupling nut
Figure 1 Figure 2 detail
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body | Contact Trii1 Code
M39012/26-0010 C VIA 1 1.10 .50 Silver Gold (C) B/19
M39012/26-0011 C VIB 1 1.10 .50 Silver Gold (C) B/19
M39012/26-0012 C VIIA 1 1.10 .50 Silver Gold (C) B/19
M39012/26-0013 C v 1 1.10 .50 Silver Gold (C) B/19
M39012/26-0014 C VIIB 1 1.10 .50 Silver Gold (C) B/19
M39012/26-0018 A T 2 1.06 .50 Silver Gold (C) A/17
M39012/26-0022 C A 1 1.04 44 Silver | Gold (C) Contact Factory
M39012/26-0023 C v 1 1.10 .50 Silver Gold (C) B/19
M39012/26-0101 A Vi 2 1.06 .50 Silver Gold (C) A/17
M39012/26-0102 A Vil 2 1.06 .50 Silver Gold (C) A/17
M39012/26-0103 A v 2 1.06 .50 Silver Gold (C) A/17

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |
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M39012 QPL Connectors—TNC

DELTA ELECTRONICS MANUFACTURING

M39012/27—TNC Straight Jack

B—>
(crimp sleeve)

A
Figure 1 Figure 2
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body | Contact Trirn Code
M39012/27-0010 C VIA 1 1.19 .50 Silver Gold (O) B/ 19
M39012/27-0011 C VIB 1 1.19 .50 Silver Gold (O) B/ 19
M39012/27-0012 C VIIA 1 1.19 .50 Silver Gold (O) B/ 19
M39012/27-0013 C v 1 1.19 .50 Silver Gold (O) B/ 19
M39012/27-0014 C VIIB 1 1.19 .50 Silver Gold (Q) B/ 19
M39012/27-0018 A 1l 2 1.16 .50 Silver Gold (O) A/17
M39012/27-0022 C 1A 1 1.13 .44 Silver Gold (C) Contact Factory
M39012/27-0023 C \% 1 1.19 .50 Silver Gold (O) B/ 19
M39012/27-0101 A Vi 2 1.16 .50 Silver Gold (O) A/17
M39012/27-0102 A Vi 2 1.16 .50 Silver Gold (C) A/17
M39012/27-0103 A v 2 1.16 .50 Silver Gold (O) A/ 17

M39012/28—TNC Bulkhead Jack

— <16 max. panel C dia— = (<16 max. panel

— L.sos
pE e J J dia.
B <—.687 ‘ l«—B——>| <~—.687 .
A hex . A hex Mounting hole
. . dimensions
Figure 1 Figure 2
Cable | .. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B C Body | Contact Trir):1 Code
M39012/28-0010 C VIA 1 1.43 .81 .50 Silver Gold (C) B/19
M39012/28-0011 C VIB 1 1.43 .81 .50 Silver Gold (C) B/19
M39012/28-0012 C VIIA 1 1.43 .81 .50 Silver Gold (C) B/19
M39012/28-0013 C v 1 1.43 .81 .50 Silver Gold (C) B/19
M39012/28-0014 C VIIB 1 1.43 .81 .50 Silver Gold (C) B/19
M39012/28-0018 A 1l 2 1.16 .81 .50 Silver Gold (C) A/17
M39012/28-0022 C 1A 1 1.37 .81 44 Silver Gold (C) Contact Factory
M39012/28-0023 C \'; 1 1.43 .81 .50 Silver Gold (C) B/19
M39012/28-0101 A \'d 2 1.16 .81 .50 Silver Gold (C) A/17
M39012/28-0102 A VII 2 1.16 .81 .50 Silver Gold (C) A/17
M39012/28-0103 A v 2 1.16 .81 .50 Silver Gold (Q) A/17

See page 2 for cable groups and category definitions. ® Assembly procedures start on page 20. ¢ (C) indicates captive contact. |
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M39012 QPL Connectors—TNC

M39012/29—TNC Panel Jack
125 max. panel—»l F— B dia. —> r.125 max. panel
.090— —© o) _T
.500 .
typ.
B O e
(crimp sleeve) e 55‘)‘ ‘ T —> I(_.090‘)‘ 4#3-56 UNF-2B
. A |
Figure 1 Figure 2 Flange dimensions
Cable | _. Dimensions Plating Assembly Procedure/
M39012 P/N Category Group Figure A B Body | Contact Tri¥n Code
M39012/29-0010 C VIA 1 1.17 .50 Silver Gold (C) B/19
M39012/29-0011 C VIB 1 1.17 .50 Silver Gold (C) B/19
M39012/29-0012 C VIIA 1 1.43 .50 Silver Gold (C) B/19
M39012/29-0013 C v 1 1.17 .50 Silver Gold (C) B/19
M39012/29-0014 C VIIB 1 1.17 .50 Silver Gold (C) B/19
M39012/29-0018 A 1l 2 1.16 .50 Silver Gold (C) A/17
M39012/29-0022 C A 1 1.13 44 Silver Gold (C) Contact Factory
M39012/29-0023 C \' 1 1.17 .50 Silver Gold (C) B/19
M39012/29-0101 A \'d 2 1.16 .50 Silver Gold (C) A/17
M39012/29-0102 A VII 2 1.16 .50 Silver Gold (C) A/17
M39012/29-0103 A v 2 1.16 .50 Silver Gold (C) A/17
M39012/31—TNC Bulkhead Receptacle
C (D)
Mounting hole L
dimensions r‘
o aB
Figure 1
. Dimensions Maximum Plating
BRI Figure A B C D E Panel Body Contact
M39012/31-0001 1 1.06 | .47 062 | .410 | .442 13 Silver Gold (C)
M39012/31-0002 1 119 | .47 062 | 348 | .380 .25 Silver Gold (C)

(C) indicates captive contact. |
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M39012 QPL Connectors—TNC

M39012/32—TNC Panel Receptacle
T . O C(.D)
688 500 v
square  typ. r
#3-56 UNF-2B A——>
Figure 1
. Dimensions Maximum Plating
M39012 P/N Figure A B C D Panel Body Contact
M39012/32-0001 1 1.06 .63 .062 .090 125 Silver Gold (Q)

M39012/34—TNC Bulkhead Receptacle (Hermetically Sealed)

473 Mounting hole

dimensions

Figure 1
(Rear mount)

Ok

407 L J U
dia. Mounting hole D dia. A I(_B‘)‘

dimensions

Figure 2
(Front Mount)

Dimensions Maximum Plating
M39012 P/N Figure
/ 9 A B C D Panel Body Contact
M39012/34-0001 1 1.20 .83 .062 .687 .25 Silver Gold (C)
M39012/34-0002 2 1.20 .52 .062 594 .25 Silver Gold (C)

(C) indicates captive contact. |
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M55339 QPL Adapters—Between Series

DELTA ELECTRONICS MANUFACTURING

M55339—Adapters Between Series
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Figure 1 (BNC jack—N jack) Figure 2 (BNC plug—N plug)

{ I
718
typ.

%%
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A |
Figure 3 (BNC jack—N plug)

125 dia. typ:

=
l

Figure 4
(BNC plug—N jack, panel mounted)

= (<30 max. panel

Mounting hole .630
dimensions dia.

<—.536—J
Figure 5

(BNC jack—N jack, bulkhead mounted, pressurized)

l«——B——
A

rB dia.
| At
Figure 6 (BNC plug—N jack)
M55339 P/N K Dimensions Plating

igure

9 A B C Body Contact
M55339/01-00001 1 1.13 .75 .625 Silver Gold (C)
M55339/18-01034 2 1.48 — — Silver Gold (C)
M55339/20-00201 3 1.31 — — Silver Gold (C)
M55339/24-00335 4 1.47 736 .080 Silver Gold (C)
M55339/25-00606 5 1.75 1.026 812 Silver Gold (C)
M55339/49-00349 6 1.47 625 — Silver Gold (C)

(C) indicates captive contact. |
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Assembly Procedures

DELTA ELECTRONICS MANUFACTURING

Assembly Procedure A

S Wash

Cable Trim Codes 1) Trim cable jacket to dimension A. Backnut (ifz:{,ned) Washer and/or bushing
Code A B C Slide backnut, washer, V-gasket, v v (if supplied) Contact
A/01 .375 .047 .203 and braid clamp onto cable as ;,,\\(,,(,,(,,&
A/07 375 047 125 shown. Cable jacket should o @@ =
AN7 | 375 109 125 bottom on step inside braid Fa A hsuator
A/37 | 281 038 188 clamp. V-Gasket % i Clamp
A/38 .281 .069 156

Fold braid over
2) Comb braid wires out straight and fold back over front shoulder of braid clamp (braid wires should _)I I(_ ¢
not overlap after folding). Trim braid wires flush with step of braid clamp. Trim cable dielectric and
center conductor to dimensions B and C.
N L—B

3) If support insulator is provided for RG-62 or 71 cable, insert into hollow in dielectric. Assemble rear

bushing or washer (if supplied), rear insulator, and contact, and solder contact to center conductor.
Rear of contact should be flush with cable dielectric end.

Washer or bushing (if supplied)

4) Insert prepared cable and hardware into body and tighten backnut.

Assembly Procedure B

Cable Trim Codes Crimp Sleeve
Code A B C . A A Contact
B/03 406 500 187 1) Trim cable per chart. Slide crimp
B/10 >80 236 187 sleeve back onto cable.
B/19 .343 437 156

2) If support insulator is provided for RG-62 or 71 cable, insert into hollow in
dielectric. Solder or crimp contact onto center conductor; back of contact
flush with trimmed end of cable dielectric. Flare cut end of braid slightly by
rotating dielectric.

3) Insert cable/contact into rear of body, with all braid wires on outside of crimp tail. Push
cable in until contact snaps into insulator. Slide crimp sleeve forward until flush with body
and crimp (see page 20 for hex die sizes).

Assembly Procedure K

Crimp or solder sleeve

Cable Trim Codes - " e Side
Code A B C ) Trim cable per chart. Slide crimp (or
solder) sleeve onto cable.
K/12 .281 .390 .140

RS
N —
Loy ]

YA

Solder hole L‘:A _’I J
(for solder-type connectors) B C

VR
NN
'é\\\”//\\”//\\\”//\

2) Solder contact onto center conductor, fixturing to maintain gap as shown. Flare cut end
of braid slightly by rotating dielectric.

Cable dielectric end

3) Insert cable/contact into rear of body, with all braid wires on outside of crimp tail. Push flush with M‘ﬁm—
cable in until cable dielectric bottoms in connector. Slide crimp sleeve forward until flush i Plug body assembly and
with body and crimp (see page 20 for hex die sizes). (For solder-type connectors, solder = procedure is identical
. . | for jack connectors.
braid to body and sleeve through hole in sleeve.)

Crimp or solder sleeve

(978) 927-1060 FAX (978) 922-6430 www.deltarf.com
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Assembly Procedures

DELTA ELECTRONICS MANUFACTURING

Assembly Procedure L

Cable Trim Codes Crimp or solder sleeve

Code A B C 1) Trim cable per chart. Slide crimp AR

101 550 738 709 (or solder) sleeve onto cable. '\\V\\“/\\“

L/06 | 281 390 070 Solder hole A

(for solder-type connectors) B (O
vV Presls cap ig
til seat
2) Insert cable into rear of body, with all braid wires on outside of crimp tail. Push I:I unt :a €
cable in until end of braid touches connector body shoulder and center conductor . /I aﬁ "
rests in contact slot. > o (E}S;’u‘;;:e d)
Slide crimp sleeve forward until flush with body and crimp (see page 20 for hex et T — .-i [T Solder center
die sizes). (For solder-type connectors, solder braid to body and sleeve through L conductor to
hole in sleeve.) Crimp or solder sleeve | contact
Solder center conductor into contact slot, assemble insulator disc (if supplied),
then press cap into body until seated or screw into place.
| [
Assembly Procedure M
Backnut
Cable Trim Codes 1) Trim cable per chart. Crimp or solder sleeve Clampy 1) Contact
Code A B C Slide crimp (or solder) S——
M/01 281 390 140 sleeve and backnut O —— == | E\
onto cable. solder hol N LL thsulator
olaer nole B C—>

(for solder-type connectors)

2) Flare cut end of braid slightly by rotating dielectric. Insert cable into rear of clamp, with all
braid wires on outside of crimp tail.Slide insulator over cable dielectric until it is flush with front
of clamp, and cable insulation bottoms inside insulator. Slide contact onto center conductor,
with contact shoulder flush with front of insulator. Solder contact to center conductor.

3) Slide crimp sleeve forward until flush with clamp shoulder; crimp as close to shoulder as
possible. (see page 20 for hex die sizes). (For solder-type connectors, solder braid to body
and sleeve through hole in sleeve.)

4) Insert prepared cable into back of body. Slide nut forward and tighten to 12-15 inch-pounds.

Crimp Tools for Flexible Cable

Frame only—P/N M22520/5-01—Use with interchangeable dies listed below.
!:‘: Hex Die Size Die Set P/N Closure
N 1429 hex, .400 wide M22520/5-61 A
.213 hex, .400 wide M22520/5-19 B
.255 hex, .400 wide M22520/5-19 A
.128 hex, .400 wide M22520/5-35 B
.151 hex, .400 wide M22520/5-37 B
.105 hex, .400 wide M22520/5-33 B
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DELTA ELECTRONICS MANUFACTURING

Index by Part Number

Click on any part number to jump to the appropriate page.

Part Number Page Part Number Page Part Number Page Part Number Page Part Number Page
M39012/01-0005 ....7 M39012/18-0111 ....3 M39012/27-0010 ... 16 M39012/55-3028 ... 11 M39012/58-3008 ... 13
M39012/01-0015 ....7 M39012/18-0118 ....3 M39012/27-0011 ...16 M39012/55-3029 ... 11 M39012/58-3009 ...13
M39012/01-0125 ....7 M39012/18-0220 ....3 M39012/27-0012 ... 16 M39012/55-3030 ... 11 M39012/58-3025 ... 13
M39012/01-0501 ....7 M39012/19-0101 .... 4 M39012/27-0013 ... 16 M39012/55-3106 ... 11 M39012/58-3026 ... 13
M39012/01-0502 ....7 M39012/19-0102 .... 4 M39012/27-0014 ... 16 M39012/55-3107 ... 11 M39012/58-3027 ...13
M39012/01-0503 ....7 M39012/19-0110 .... 4 M39012/27-0018 ... 16 M39012/55-3108 ... 11 M39012/58-3028 ...13
M39012/01B0007 ....7 M39012/19-0111 .... 4 M39012/27-0022 ... 16 M39012/55-3109 ... 11 M39012/58-3029 ...13
M39012/01B0008 . ... 7 M39012/19-0118 .... 4 M39012/27-0023 ...16 M39012/55-3125 ... 11 M39012/58-3030 ... 13
M39012/02-0003 ....7 M39012/19-0220 .... 4 M39012/27-0101 ... 16 M39012/55-3126 ... 11 M39012/59-3006 ... 13
M39012/02-0006 ....8 M39012/20-0006 . ... 4 M39012/27-0102 ... 16 M39012/55-3127 ... 11 M39012/59-3007 ...13
M39012/02-0101 ....7 M39012/20-0007 ....4 M39012/27-0103 ... 16 M39012/55-3128 ... 11 M39012/59-3008 ... 13
M39012/02-0104 ....8 M39012/20-0101 .... 4 M39012/28-0010 ... 16 M39012/55-3129 ... 11 M39012/59-3009 ...13
M39012/02-0501 ....7 M39012/20-0102 .... 4 M39012/28-0011 ... 16 M39012/55-3130 ... 11 M39012/59-3025 ... 13
M39012/02-0502 ....7 M39012/20-0108 .... 4 M39012/28-0012 ... 16 M39012/56-3006 ... 12 M39012/59-3026 ...13
M39012/02-0503 ....7 M39012/21-0001 ....4 M39012/28-0013 ... 16 M39012/56-3007 ...12 M39012/59-3027 ...13
M39012/02-0511 ....8 M39012/21-0002 .... 4 M39012/28-0014 ... 16 M39012/56-3008 ... 12 M39012/59-3028 ...13
M39012/02-0512 ....8 M39012/21-0003 .... 4 M39012/28-0018 ... 16 M39012/56-3009 ...12 M39012/59-3029 ...13
M39012/02-0513 ....8 M39012/22-0001 ....5 M39012/28-0022 ... 16 M39012/56-3025 ...12 M39012/59-3030 ...13
M39012/02B000S8 . ... 6 M39012/24-0001 ....5 M39012/28-0023 ... 16 M39012/56-3026 ...12 M39012/60-3001 ... 14
M39012/02B0009 . ... 6 M39012/24-0002 ....5 M39012/28-0101 ... 16 M39012/56-3027 ...12 M39012/60-3002 ... 14
M39012/03-0101 .... 6 M39012/25-0006 ....5 M39012/28-0102 ... 16 M39012/56-3028 ...12 M39012/61-3001 ... 14
M39012/03-0102 .... 6 M39012/25-0007 ....5 M39012/28-0103 ... 16 M39012/56-3029 ...12 M39012/61-3002 ... 14
M39012/03-0501 ....6 M39012/25-0008 ....5 M39012/29-0010 ...17 M39012/56-3030 ...12 M55339/01-00001 .. 19
M39012/03-0502 .... 6 M39012/25-0009 ....5 M39012/29-0011 ...17 M39012/56-3106 ...12 M55339/03-00027 .. 10
M39012/03-0503 ....6 M39012/25-0011 ....9 M39012/29-0012 ...17 M39012/56-3107 ...12 M55339/04-00030 .. 10
M39012/03B0004 . ... 6 M39012/25-0012 ....9 M39012/29-0013 ...17 M39012/56-3108 ... 12 M55339/05-00057 .. 10
M39012/03B000S5 . ... 6 M39012/25-0018 ... 15 M39012/29-0014 ...17 M39012/56-3109 ...12 M55339/06-00001 .. 10
M39012/04-0001 ....9 M39012/25-0019 ... 15 M39012/29-0018 ...17 M39012/56-3125 ...12 M55339/06-00028 .. 10
M39012/04-0002 ....9 M39012/25-0020 ... 15 M39012/29-0022 ...17 M39012/56-3126 ...12 M55339/07-00029 .. 10
M39012/05-0101 ....9 M39012/25-0021 ... 15 M39012/29-0023 ...17 M39012/56-3127 ...12 M55339/13-00492 ... 6
M39012/16-0101 ....3 M39012/25-3024 ... 11 M39012/29-0101 ...17 M39012/56-3128 ...12 M55339/14-00306 ... 6
M39012/16-0102 ....3 M39012/25-3025 ... 11 M39012/29-0102 ...17 M39012/56-3129 ...12 M55339/15-00491 ... 6
M39012/16-0103 ....3 M39012/25-3026 ... 11 M39012/29-0103 ...17 M39012/56-3130 ... 12 M55339/16-00914 ... 6
M39012/16-0111 ....3 M39012/25-3027 ... 11 M39012/31-0001 ...17 M39012/57-3006 ... 12 M55339/17-00001 ... 6
M39012/16-0118 ....3 M39012/26-0010 ... 15 M39012/31-0002 ... 17 M39012/57-3007 ...12 M55339/17-00002 ... 6
M39012/16-0220 ....3 M39012/26-0011 ... 15 M39012/32-0001 ...18 M39012/57-3008 ... 12 M55339/17-00274 ... 6
M39012/16-0225 ....3 M39012/26-0012 ... 15 M39012/34-0001 ... 18 M39012/57-3009 ... 12 M55339/18-01034 .. 19
M39012/17-0101 ....3 M39012/26-0013 ... 15 M39012/34-0002 ... 18 M39012/57-3025 ...12 M55339/20-00201 .. 19
M39012/17-0102 ....3 M39012/26-0014 ... 15 M39012/55-3006 ... 11 M39012/57-3026 ...12 M55339/24-00335 .. 19
M39012/17-0103 ....3 M39012/26-0018 ... 15 M39012/55-3007 ... 11 M39012/57-3027 ...12 M55339/25-00606 .. 19
M39012/17-0111 ....3 M39012/26-0022 ... 15 M39012/55-3008 ... 11 M39012/57-3028 ...12 M55339/49-00349 .. 19
M39012/17-0118 ....3 M39012/26-0023 ... 15 M39012/55-3009 ... 11 M39012/57-3029 ...12
M39012/18-0101 ....3 M39012/26-0101 ... 15 M39012/55-3025 ... 11 M39012/57-3030 ...12
M39012/18-0102 ....3 M39012/26-0102 ... 15 M39012/55-3026 ... 11 M39012/58-3006 ... 13
M39012/18-0103 ....3 M39012/26-0103 ... 15 M39012/55-3027 ... 11 M39012/58-3007 ...13
Other Military Part numbers: We still manufacture a broad line of older CW-, MX-, and UG- connectors, as listed below—
for given UG numbers we can provide all letter variations (A/U, B/U, etc.).
CW-123/U UG-83/U UG-244/U UG-423/U UG-568/U UG-633/U UG-912/U UG-997/U UG-1148/U
CW-155/U UG-88/U UG-253/U UG-427/U UG-569/U UG-634/U UG-913/U UG-1003/U UG-1174/U
CW-159/U UG-89/U UG-255/U UG-447/U UG-570/U UG-635/U UG-914/U UG-1016/U UG-1185/U
CW-282/U UG-94/U UG-259/U UG-464/U UG-571/U UG-636/U UG-925/U UG-1019/U UG-1186/U
MX-554/U UG-95/U UG-260/U UG-491/U UG-572/U UG-637/U UG-926/U UG-1033/U UG-1187/U
MX-913/U UG-105/U UG-261/U UG-492/U UG-573/U UG-642/U UG-927/U UG-1034/U UG-1213/U
MX-1142/U UG-107/U UG-262/U UG-493/U UG-574/U UG-643/U UG-928/U UG-1050/U UG-1214/U
MX-1143/U UG-108/U UG-271/U UG-494/U UG-589/U UG-657/U UG-931/U UG-1055/U UG-1287/U
UG-18/U UG-146/U UG-273/U UG-495/U UG-593/U UG-680/U UG-932/U UG-1056/U UG-1320/U
UG-19/U UG-154/U UG-274/U UG-496/U UG-594/U UG-690/U UG-935/U UG-1094/U UG-1364/U
UG-20/U UG-157/U UG-290/U UG-532/U UG-602/U UG-692/U UG-937/U UG-1095/U UG-1365/U
UG-21/U UG-159/U UG-291/U UG-533/U UG-603/U UG-701/U UG-938/U UG-1098/U UG-1366/U
UG-22/U UG-160/U UG-306/U UG-534/U UG-604/U UG-702/U UG-940/U UG-1098/U UG-1412/U
UG-23/U UG-167/U UG-309/U UG-535/U UG-606/U UG-703/U UG-941/U UG-1104/U UG-1413/U
UG-27/U UG-185/U UG-333/U UG-536/U UG-624/U UG-704/U UG-943/U UG-1107/U UG-1424/U
UG-28/U UG-201/U UG-335/U UG-556/U UG-625/U UG-705/U UG-944/U UG-1108/U UG-1463/U
UG-29/U UG-202/U UG-349/U UG-557/U UG-626/U UG-706/U UG-945/U UG-1109/U UG-1464/U
UG-30/U UG-203/U UG-352/U UG-559/U UG-627/U UG-707/U UG-959/U UG-1111/U UG-1465/U
UG-57/U UG-204/U UG-394/U UG-560/U UG-628/U UG-709/U UG-961/U UG-1132/U UG-1487/U
UG-58/U UG-212/U UG-413/U UG-564/U UG-629/U UG-710/U UG-968/U UG-1134/U UG-1820/U
UG-59/U UG-220/U uUG-414/U UG-565/U UG-630/U UG-909/U UG-972/U UG-1138/U UG-1841/U
UG-60/U UG-225/U UG-421/U UG-566/U UG-631/U UG-910/U UG-973/U UG-1144/U UG-1873/U
UG-61/U UG-240/U UG-422/U UG-567/U UG-632/U uG-911/U UG-981/U UG-1146/U UG-1915/U
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Manufacturing Corporation

At Delta Electronics, we know that in order to best serve your coaxial connector needs, we must keep
up with the latest in equipment and processes. All of our operating systems—vertically integrated lean
manufacturing, CAD/CAM, CNC turning centers, in-house plating, and quality management system are
ide the high quality, on-time delivery, and connectors with electrical and
will help guarantee your product’s success.

turing initiative is one example of our dedication to exceeding
tions. This system enhances our ability to provide RF connectors at the
e price possible, with reduced delivery time, but with no change in the
/hich we have built our reputation.

hines and systems can only work as well as the people who control
t Delta, we haven’t forgotten the traditions of family ownership and
ngland Craftsmanship that have formed the basis of our business
sophy since 1955. Every Delta employee uses these values to further our

e Adapters Between Series* « BMA ¢ BNC* ¢ BNC Push-on
e C ¢ Eline Brass SMA ¢ GHV ¢ GR874 ¢ HN ¢ LC-LT
e MCX « MMCX ¢ MHV ¢« N* « QDS » QDL » QMA + SC
e SM ¢ SMA* ¢ SMB ¢ SMC ¢ SMD * TNC* e« TPS

e Triaxial BNC, C, N, TNC ¢ Twinax BNC, HN, TNC
e Twinax HV ¢ Twinax 3/4-20 ¢ 750 BNC, TNC
e 70Q N © UHF * UHLC 40Kv ¢ 1.0/2.3 « 7/16

*M39012/M55339 QPL available.
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