
TEMPERATURE SENSITIVE
PRECISION WIREWOUND RESISTORS
TCR’S FROM +80 TO +6000 PPM

RCD PTB Series offer the same reliability and precision
performance as the ATB series
except in a radial lead design.

PTB SERIES 175°C RATING

ATS SERIES 350°C RATING
RCD ATS Series offer precision wirewound resistor performance
at  economical pricing. Ceramic core and silicone coating
provide high operating temperature.  The coating ensures
maximum protection from environmental and mechanical
damage (envir.
performance per
MIL-PRF-26).

TABLE 1.  SERIES ATB, ATS, ATB RESISTANCE RANGE

RCD ATB Series are typically multi-layer bobbin-wound enabling
higher resistance values. Encapsulated in moisture-proof epoxy,
Series ATB meets the environmental requirements of MIL-R-93.
Operating temperature range is -55°C to +175°C.  Standard
tolerances are
±0.1%, ±0.25%,
±0.5%, ±1%.

ATB SERIES 175°C RATING

ATB SERIES- AXIAL LEAD, EPOXY
ATS SERIES- AXIAL LEAD, SILICONE
PTB SERIES- RADIAL LEAD, EPOXY

� Industry’s widest range of positive TCR resistors!
� Available on exclusive SWIFT TM delivery program!
� Additional sizes available--most popular shown below
� Choice of 15 standard temperature coefficients per Table 1
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011STA ]53.6[052. ]63.2[390. ]15.[020. 5. 1Ω 003- Ω
521STA ]3.01[604. ]63.2[390. ]15.[020. 0.1 1Ω K1- Ω
531STA ]7.21[005. ]87.4[881. ]18.[230. 0.3 1Ω K5.1-

541STA ]6.02[218. ]87.4[881. ]18.[230. 5.3 1Ω K3-

051STA ]7.21[005. ]45.5[812. ]20.1[040. 5.3 1Ω K2-

551STA ]9.51[526. ]53.6[052. ]20.1[040. 0.4 1Ω K3-

061STA ]2.22[578. ]29.7[213. ]20.1[040. 0.5 1Ω K4-

071STA ]0.13[022.1 ]29.7[213. ]20.1[040. 0.7 1Ω K5-

571STA ]2.54[087.1 ]35.9[573. ]20.1[040. 0.01 1Ω K01-
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002BTA ]53.6[052. ]45.2[001. ]15.[020. 50. 1Ω K3-

202BTA ]53.6[052. ]81.3[521. ]536.[520. 01. 1Ω K5-

402BTA ]35.9[573. ]06.3[241. ]536.[520. 21. 1Ω K8-

602BTA ]35.9[573. ]57.4[781. ]536.[520. 51. 1Ω K51-

001BTA ]98.8[053. ]53.6[052. ]18.[230. 52. 1Ω K02-

101BTA ]7.21[005. ]53.6[052. ]18.[230. 33. 1Ω K03-

201BTA ]1.91[057. ]53.6[052. ]18.[230. 05. 1Ω K67-

401BTA ]1.91[057. ]35.9[573. ]18.[230. 06. 1Ω K411-
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104BTP ]29.7[213. ]53.6[052. ]46.[520. ]80.5[002. 52. 1Ω K51-

604BTP ]7.21[005. ]35.9[573. ]18.[230. ]80.5[002. 33. 1Ω K04-
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001+ 02± 3.5
041+ 04± 0.5
081+ 04± 0.2
004+ 04± 5.4
056+ 05± 0.2
0001+ 001± 0.3
0041+ 002± 2.3
0062+ 002± 3.3
0023+ 002± 0.2
0053+ 003± 7.2

)tP(0583+ 08± 4.
)uC(0093+ 003± 380.
)eFiN(0054+ 003± 00.1

)iN(0006+ 004± 33.

RESISTORS�CAPACITORS�COILS�DELAY LINES

RCD Components Inc., 520 E. Industrial Park Dr., Manchester, NH, USA 03109
Tel: (603) 669-0054  Fax:(603) 669-5455  E-mail:sales@rcdcomponents.com   www.rcdcomponents.com

 RoHS

Term.W is
RoHS
compliant
& 260°C
compatible

FA079       Sale of this product is in accordance with GF-061. Specifications subject to change without notice.

P/N DESIGNATION: ATS135  -    1000   -    F   B    452    W
RCD Type

Tolerance @ 25°C:  J=5%, H=3%, G=2%,
F=1%, D=0.5%, C=0.25%, B=0.1%

Temperature Coefficient: 80 = 80ppm; 100ppm and
higher, use 3 digit code: 101 =100ppm, 452 =4500 ppm, etc.

Packaging: B = Bulk, T = Tape & Reel (axial lead only)

Resis.Code ≤≤≤≤≤1%: 3 signif. figures & multiplier,
(1R00=1Ω,10R0=10Ω,1000=100Ω,1001=1K, etc.)
Resis.Code 2%-10%: 2 signif. figures & multiplier,
(1R0=1Ω, 100=10Ω, 101=100Ω, 102=1K, etc.)

Termination W= lead-free, Q= tin/lead (leave blank if either is acceptable,
in which case RCD will select based on lowest price and quickest delivery

RCD’s AT and PT Series resistors offer inherent wirewound
reliability and precision performance in all types of temperature
sensing or compensating circuits.  Sensors are wound with
various alloys to achieve wide range of temperature sensitivity.

Datasheet.Directory

mailto:sales@rcdcomponents.com
http://www.rcdcomponents.com/

